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A modem, completely 
equipped plant facility and an 
experienced staff of highly qualified people dedicated 
to but one purpose — the most efficient 
production of the world's 
finest water heaters. 


STATE STOVE & MANUFACTURING CO., INC 


Ashland City, Tennessee 



CUSTOMER SERVICE This is where our serv¬ 
ice begins. Your orders for our products are 
received and promptly processed by an efficient 
staff of experienced personnel. 


DATA PROCESSING Complete order infor¬ 
mation is fed into our electronic computors, 
the "brains" of our data processing system, which 
interprets the various requirements and prints out 
instructions to all departments affected. 


PRODUCTION SCHEDULING AND EMPLOYEE 
TRAINING Each day's production is sched¬ 
uled and reviewed so that all department super¬ 
visors have a complete understanding and thorough 
knowledge of job requirements. 


^ DESIGN ENGINEERING In this department, 
water heater efficiency is created — manufac¬ 
turing problems are solved — product quality be¬ 
gins. New ideas are discussed, eliminated or de¬ 
veloped, tested, altered, tested again and again by 
our highly trained staff of experienced engineers. 
Changes proven to be worthwhile are put into 
operation. 


£1 ROLLED STEEL More than 80,000,000 lbs. of 
rolled steel are brought into our plant each 
year by barge, rail and our own truck fleet. 

49 SHEARING The steel rolls of proper gauge 
are then cut into sheets of exact lengths to 
meet the specifications for various heater require¬ 
ments. 


PRESSES A line of large capacity hydraulic- 
pneumatic presses begin the fabrication of 
steel into jackets, tanks, tops and other heater 
components. 

SETTING DIES In order to facilitate produc- 
tion efficiency and maintain our quality stand¬ 
ards, dies for many heater components are tooled, 
fabricated and set by our own skilled craftsmen. 

£ 1 % WELDING TOPFITTINGS After heater tops 
and bottoms have been stamped to exact sizes 
and specifications, fittings are permanently welded 
into correct position. 
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THE AFFAIRS OF STATE 


Since 1946, the year of the rather modest beginning of State Stove & Mfg Co., 
there has been a continuous evolution in the water heater industry. Extensive 
research and development programs have introduced a multitude of new 
applications for hundreds of new materials. Vast resources of natural and 
L.P. gas have been developed. Low cost electric power has been made acces¬ 
sible to wider areas. Entire new industries have been born to provide oncom¬ 
ing generations with new goods and services, and, unfortunately, along with 
all the "new" there have been many business fatalities, too. 

However, throughout these crucial years, our company has worked with 
dogged determination to survive in this highly competitive industry. For¬ 
tunately, we have not only survived but have enjoyed a steadily accelerating 
growth so that today, we proudly stand as the largest manufacturer of water 
heaters in the nation. . . and we're still growing. 

But of much greater significance to us than our industry position are the 
underlying reasons for our growth — the chief one being that we have given 
and will continue to give our customers unequaled product values and 
services. Our people and entire production facilities, from the very beginning, 
have been dedicated to but one purpose — to produce the world's best water 
heaters in the most efficient manner. 

In these pages we briefly illustrate some of the steps we have taken in 
reaching our goal — these are the Affairs of State. 
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® SEAM WELDING Heater jackets and tanks 
then move through separate but very similar 
operations. Here we see tanks being welded elec¬ 
tronically to create one strong, flawless, vertical 
seam. 

© SPOT WELDING Another vital welding oper¬ 
ation is skillfully performed to make the tank 
ready for a snug bottom fit. 

J INSERTING BOTTOMS Tank bottoms are then 
inserted into proper position and passed on to 
be permanently welded. 

© WELDING BOTTOMS A final welding oper¬ 
ation completes the process of making a strong 
tank unit that must withstand extreme pressure tests. 

© TESTING The first of three separate pressure 
tests, far in excess of normal safety require¬ 
ments, is made. Should the slightest flaw be de¬ 
tected, the tank is rejected or reworked to pass our 
rigid quality standards. 

A GLASSLINING Tanks, after passing the rigid 
pressure tests, are then sent through a "shot 
blast" operation that thoroughly cleans the tank 
and properly prepares all inner surfaces to receive 
an extra thick application of liquid glass compound 
that thoroughly saturates entire tank interior. 

© INSPECTION After excess liquid glass solu¬ 
tion drains away, each tank is carefully in¬ 
spected to assure complete coverage of all inner 
tank surfaces. 

FURNACE Tanks and all other internal glass 
lined components are then routed through 
huge furnaces where intense heat (1600°F) perma¬ 
nently bonds vitrified glass to steel. 

One trip through this operation for a tank is amply 
adequate to meet all quality standards. But the tanks 
we carefully select to be used in our domestic heat¬ 
ers, covered by our 10-year full warranty, and all 
commercial models are sent through the complete 
glasslining and firing operations the second time for 
a double-thick glasslining to insure perfect tank 
performance. 

SECOND TESTING Again each tank is thor- 
- : oughly tested for pressure and closely in¬ 
spected to make certain it meets all of our quality 
standards. 
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PREPARATION OF HEATER COMPONENTS 

While the heater tanks are being fabricated, 
a separate production line prepares heater jackets, 
tops and accessories for assembly. 

PHOSPHATE COATING—PREPARE FOR PAINT 

After all stamping and welding operations are 
completed, jackets, tops and accessory items are 
, cleaned, coated and made ready for a protective 
enameling process. 

HIGH GLOSS ENAMEL APPLIED An electro- 

static paint sprayer specially designed for our 
needs gives each unit a generous coating of enamel. 
The units then move through a baking oven to 
harden the surfaces into an extremely durable, 
gleaming finish. 

© FINAL ASSEMBLY Heater tanks, jackets and 
all component parts are brought together for 
final assembly by well trained, highly efficient 
personnel. 

# CONTROLS-WIRING-INSULATION Controls 
are carefully installed and all wiring is com¬ 
pleted. A thick blanket of insulating fiberglass com¬ 
pletely encircles the tank and is lapped over the top 
to prevent the insulation from sagging or packing 
down, jackets and tops are put on and final assembly 
is completed. 

QUALITY ASSURANCE Before being packed 
into a special shipping carton, heaters are 
pulled from the line at regular intervals and put 
through a series of rigid performance tests by 
Quality Control experts. 


^ VIBRATION AND IMPACT TESTS These final 
tests are frequently made to test the protective 
qualities of our shipping cartons. This is just one 
more step we take to assure our customers of 
perfect heater performance. 


26 WAREHOUSING FACILITIES Though we 
hold finish goods inventory to a minimum, 
our increased production capacity makes 
some storage necessary — especially on larg¬ 



er volume orders. We have recently doubled 
our storage capacity to assure our customers 
of continued good service. 


26a Lift trucks are used in various ways 
throughout the plant. Here we see a truck 
operator loading finished goods into our 
trucks for delivery. 


27 OUR OWN TRUCK FLEET We have 
learned that the fastest, most dependable 
and most efficient means of delivering heat¬ 
ers to our customers is by our own truck 
fleet — a small part of which is shown here. 
Our trucks are used in many ways and play 
a most vital part in our total operating 
efficiency. 












These, then, are the Affairs of State — a team of experienced 
people ... working in the most modern plant... with spe¬ 
cialized equipment... to provide the most complete line 
of high quality products to heat water more efficiently. 


The plant is located in Ashland City, Tennessee, 21 miles 
northwest of Nashville. However, our truck fleet and service 
organizations put us virtually anywhere in the United States. 
We purposely specialize in the manufacturing of only one 
product... water heaters. Our success and growth proves 
that we know our business and our product extremely well. 
The ever increasing number of distributors and dealers who 
depend exclusively on us as their water heater source, give 
the strongest possible indication that we are a company you 
can believe in ... depend on ... and grow with. 

One valued customer said it this way, "The products of any 
company can only reflect the ability and integrity of the 
company itself. I buy your company — your products come 
free." 

State Stove 



STATE STOVE & MANUFACTURING CO., 

SS-1-68 


INC. 


Ashland City, Tennessee 








Here's why more 
State Residential 
Gas Water Heaters 
are being installed in 
homes, apartments, offices 
and mobile homes 
throughout the 
country. 


STATE STOVE and Manufacturing CoInc. 

ASHLAND CITY, TENNESSEE 







Our Business Philosophy 

The reasons for the constant growth of State Stove & Manufacturing Company stem from 
a very basic business philosophy ... to manufacture the best possible product in 
the most efficient and economical manner. As obvious as this statement is, 
its achievement is not so easy. Over the years we have sought out dependable sources 
of supply for raw materials and components . . . developed our own manufacturing 
techniques . . . built much of our own equipment . . . trained our own employees 
and provided our own reliable transportation systems. If our volume 
of business can be used as a measuring stick, the experience has been very rewarding. 

Today, State Stove is the largest manufacturer of water heaters in the nation. 
And yet our simple business philosophy is still the same ... to manufacture the best 
possible product in the most efficient and economical manner which 
results in unequalled service to our customers. 



















Compare These Important Quality Features! 


• LOW SILHOUETTE DRAFT HOOD 

Full safety cover for combustion gases, 
combined with attractive, modern 
appearance. 

• HIGH GLOSS ENAMEL FINISH 
This beautiful high gloss enamel finish 

is baked on over a special primer 
coat, bonding the long life firtish to 
■ the metal jacket. 

• TRIPLE TESTED STEEL TANKS 

Each steel tank is carefully tested three 
separate times during manufacture 
(A.G.A. certified test pressure of 300 lbs.) 

• SET AND FORGET TEMPERATURE 

CONTROL 

Once the automatic control is set, 
you get a constant supply of hot water 
at your desired temperature. 

• SPECIAL ECO (ENERGY CUT-OFF) 

SAFETY FEATURE 
An A.G.A. certified, factory installed 
heat-sensitive device shuts off ALL gas 
flow to burner and pilot should 
tank water temperature reach 210°F. 

• VITRACLAD GLASSLINED BURNER 

Burns natural and L.P. gases with quiet, 
efficient combustion. Designed to 
the highest standards of input demand 
and coated with the same vitreous 
glass finish that has proven so 
effective in protecting tank interiors 
from corrosion. 
• NON LINTING PILOT. 
Designed with lint screen and draft 
shield to assure lint-free combustion 
and draft resistant operation. 




T. & P. VALVE OPENING 

Separate 3 U" N.P.T. opening provided 
for installation of Temperature- 
Pressure relief valve. 

WELDED STEEL COUPLINGS 

Hot and cold water lines are connected 
through welded steel couplings. 
Eliminates nipple leaks by eliminating 
the need for nipples. 

• GLASSLINED TANKS 

The complete inner surface of every 
tank is lined with an extra thick 
coating of vitrified glass, permanently 
bonded under intense heat (1600°F), to 
permanently protect the steel tank 
from rust and corrosion. 

ANODE ROD 

Extruded magnesium rod, suspended 
in tank, protects the heater against 
corrosion. 

-• FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass completely encircles tank 
to give positive life-long insulation 
of heater. 

• A.G.A. CERTIFICATION 

Design of all water heaters is certified 
by the American Gas Association 
Laboratories. 


State Stove's Exclusive 

VITRACLAD 35 

Glasslined Burner 

The State Stove VITRACLAD 35 Burner represents the end product of many years of engi¬ 
neering, research, and testing directed at developing a better burner with higher input, more 
efficient combustion and longer life. 

We have accomplished this by designing the internal structure of this burner to be completely free of 
obstruction. This provides a properly proportioned, unvarying fuel-air mixture. Burner ports are positioned 
at the exact proper angle so that the flame pattern will sweep the entire tank bottom thereby insuring 
maximum heat transfer. 

The same tough long-lasting vitreous glass finish that has so effectively protected the interior of our water 
heater tanks from corrosion now protects the Vitraclad 35 Burner. 



























Did 

^ ou Know? 

1. STATE STOVE & MANUFACTURING COMPANY'S dedication to purpose and 
foresight is our history. From our beginning, in 1946, STATE STOVE has grown 
to be the largest manufacturer of water heaters and pump tanks in the United 
States. 

2. STATE STOVE & MANUFACTURING COMPANY offers a complete line of 
gas and electric water heaters, both residential and commercial, all with many 
extra quality features. 

3. STATE STOVE & MANUFACTURING COMPANY maintains complete, thorough 
Quality Control over all phases of water heater manufacture because all work 
is performed at our plant, under our supervision to meet our rigid quality 
standards. 

4. STATE STOVE & MANUFACTURING COMPANY, by operating our own fleet 
of trucks, offers unsurpassed customer service. Smaller quantities needed for 
full freight allowance facilitate inventory control and cut inventory investment. 

5. STATE STOVE & MANUFACTURING COMPANY sends checks to customers 
— not credit memos. You do not want your money tied up in a credit balance 
with us — neither do we. This is just another extra service we provide to our 
customers. 

6. STATE STOVE & MANUFACTURING COMPANY OFFERS PROMOTION HELP. 

a. Complete catalogs on all water heaters, residential and commercial, con¬ 
taining complete specifications on all models. 

b. Lighted signs, window decals, floor displays, and other point-of-sales aids. 

c. Promotional help for dealer meetings, sales meetings, and trade organiza¬ 
tion shows and conventions. 

d. And if desired, specific promotions geared to the needs of the individual 
distributor to increase your sales, to your customers, in your area. 

7. And finally STATE STOVE & MANUFACTURING COMPANY'S special sales 
features: 

a. $10.00 labor replacement allowance during entire warranty period. 

b. One year free service. 

c. All components (including elements, thermostats, controls, pilots, burners, 
etc.) warranted for two full years. 

These are some of the reasons more STATE STOVE water heaters are 
being installed every day in homes, office, apartments and mobile 
homes throughout the country. Can you afford not to handle this line? 
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STATE 

RESIDENTIAL GAS 




TALL 

GLASSLINED WATER 
HEATERS 

are being installed. 



The beautifully styled, slim-line model illustrated 
here is especially designed for those narrow space installations 
and is available in several tank capacities to fit the needs of 
varying family demands. Of course, it incorporates all the fine 
quality features that assure an abundant supply of clean, pip¬ 
ing hot water throughout years of economical, trouble-free 
service. We guarantee it. 



PRINCESS MODEL V8-30T 










Check these Quality Features 


■ CLASSLINED TANKS 

The complete inner surface of 
every tank is lined with an extra 
thick coating of vitrified glass, per¬ 
manently bonded under intense 
heat (1600°F) to insure clean, rust- 
free water throughout a longer 
tank life. 

■ SPECIAL ECO (Energy Cut Off) 

FEATURE 

An A.G.A. certified, factory installed 
heat-sensitive device shuts off ALL 
gas flow to burner and pilot 
should tank water temperature 
reach 210°F. 

■ ANODE ROD 

Extruded magnesium rod sus¬ 
pended in the tank protects your 
heater against corrosion. 


■ VITRACLAD CLASSLINED 
BURNER 

Burns natural and L. P. gases with 
quiet, efficient combustion. De¬ 
signed to the high standards of in¬ 
put demand and coated with the 
same vitreous glass finish that has 
proven so effective in protecting 
tank interiors from corrosion. 



■ NON-LINTING PILOT 

Designed with lint screen and draft 
shield to assure lint-free combus¬ 
tion and draft-resistant operation. 

■ TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture. (A.G.A. 
certified test pressure of 300 lbs.) 

■ FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass surrounds tank to give 
positive life-long insulation of 
heater. 

■ SET AND FORGET 
TEMPERATURE CONTROL 

Once the automatic control is set, 
you get a constant supply of hot 
water at your desired temperature. 

■ A.G.A. CERTIFICATION 

Design of all water heaters is cer¬ 
tified by the American Gas Asso¬ 
ciation Laboratories. 

■ T. & P. VALVE OPENING 

Separate 3/4" N.P.T. opening pro¬ 
vided for installation of Tempera¬ 
ture — Pressure relief valve. 



Model Capacity 
Number Gal. 

Nat. 

Mfd. 

Mixed 

L.P. 

But. 

Prop. 

, 'ap. v H! Jr 

100° Rise 


Shipping 

Weights 

lbs. 

A 

B 

C 

D 

E 

Size 

V8-20T 

20 

27000 

27000 

22.7 

573/ 8 

54% 

14 

16% 

8 

3" 

96 

V8-30T 

30 

37000 

37000 

31.1 

60% 

57% 

16 

16% 

8 

3" 

119 

V8-40T 

40 

42000 

42000 

35.3 

61% 

58% 

18 

16% 

8 

3" 

138 


WARRANTIES 

When ordering these water heaters, 
select correct model number prefix 
to specify the warranty desired. 

V = 5 Full Years Example: V8-30T 
B = 2 Full Years Example: B8-30T 



In keeping with our policy of continuous product improvement, we reserve the 
right to make minor changes without prior notice. 


STATE STOVE AND MFG. CO., INC./ASHLAND CITY,TENNESSEE 


FORM NO. STG-3-68 

































STATE 

RESIDENTIAL GAS 


Here's why more 
and more 



STUBBY 
GLASSLINED WATER 
HEATERS 

are being installed. 


For those installations that have limited head room 
the Stubby model illustrated here has proven to be most 
popular. All of the highly appreciated quality features are in 
every model regardless of tank capacity. So that you can enjoy 
years of efficient, economical, trouble-free service, all mate¬ 
rials and workmanship must pass our rigid Quality Control 
Standards. 



PRINCESS MODEL V8-30S 



STATE STOVE AND MFG. CO., INC./ASHLAND CITY,TENNESSEE 









Check these Quality Features 


■ GLASSLINED TANKS 

The complete inner surface of 
every tank is lined with an extra 
thick coating of vitrified glass, per¬ 
manently bonded under intense 
heat (1600°F) to insure clean, rust- 
free water throughout a longer 
tank life. 

■ SPECIAL ECO (Energy Cut Off) 

FEATURE 

An A.G.A.certified,factory installed 
heat-sensitive device shuts off ALL 
gas flow to burner and pilot 
should tank water temperature 
reach 210°F. 

■ ANODE ROD 

Extruded magnesium rod sus¬ 
pended in the tank protects your 
heater against corrosion. 


■ VITRACLAD GLASSLINED 
BURNER 

Burns natural and L. P. gases with 
quiet, efficient combustion. De¬ 
signed to the high standards of in¬ 
put demand and coated with the 
same vitreous glass finish that has 
proven so effective in protecting 
tank interiors from corrosion. 



■ NON-LINTING PILOT 

Designed with lint screen and draft 
shield to assure lint-free combus¬ 
tion and draft-resistant operation. 

■ TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture. (A.G.A. 
certified test pressure of 300 lbs.) 

■ FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass surrounds tank to give 
positive life-long insulation of 
heater. 

■ SET AND FORGET 
TEMPERATURE CONTROL 

Once the automatic control is set, 
you get a constant supply of hot 
water at your desired temperature. 

■ A.G.A. CERTIFICATION 

Design of all water heaters is cer¬ 
tified by the American Gas Asso¬ 
ciation Laboratories. 

■ T. & P. VALVE OPENING 

Separate 3/4" N.P.T. opening pro¬ 
vided for installation of Tempera¬ 
ture — Pressure relief valve. 



Model Canacitv 

Nat. 

Mfd. 

Mixed 

L.P. 

But. 

Prop. 

Recovery 






Vent 

Shipping 

Number 

Gal. 

G.P.H. 
100° Rise 

A 

B 

C 

D 

E 

Size 

Weights 

lbs. 

V8-20S 

20 

27000 

27000 

22.7 

45% 

423% 

16 

16% 

8 

3" 

93 

V8-30S 

30 

37000 

37000 

31.1 

503% 

473% 

18 

16% 

8 

3" 

112 

V8-40S 

40 

40000 

40000 

33.6 

523% 

493% 

20 

16% 

8 

3” 

138 

V8-50S 

50 

65000 

55000 

Nat. L.P. 

54.6 46.2 

62%« 

59'Ae 

20 

16% 

8 

4" 

177 

V8-75S 

75 

75000 

55000 

63.0 46.2 

63% 

603% 

24 

17 

8 

4" 

220 


WARRANTIES 

When ordering these water heaters, 
select correct model number prefix 
to specify the warranty desired. 


V = 5 Full Years Example V8-20S 
B = 2 Full Years Example: B8-20S 



In keeping with our policy of continuous product improvement, we reserve the 
right to make minor changes without prior notice. 


STATE STOVE AND MFG. CO., INC./ASHLAND CITY,TENNESSEE 








































TABLE TOP 
GLASSLINED 
WATER HEATERS 

are being installed. 


Many modern-day homes call for a kitchen installation for gas-fired water heaters. This 
handsome model is specially designed to enhance the beauty of any kitchen and provide always needed 


extra counter space. 


All the extra quality features found in this table top model assure you of an abundant supply of piping 
hot water for the average size family through years of trouble-free service ... We guarantee it! 












Check these Quality Features 


■ GLASSLINED TANKS 

The complete inner surface of 
every tank is lined with an extra 
thick coating of vitrified glass, per¬ 
manently bonded under intense 
heat'(1600°F) to insure clean, rust- 
free water throughout a longer 
tank life. 

■ SPECIAL ECO (Energy Cut Off) 

FEATURE 

An A.G.A.certified, factory installed 
heat-sensitive device shuts off ALL 
gas flow to burner and pilot 
should tank water temperature 
reach 210°F. 

■ ANODE ROD 

Extruded magnesium rod sus¬ 
pended in the tank protects your 
heater against corrosion. 


■ VITRACLAD GLASSLINED 
BURNER 

Burns natural and L. P. gases with 
quiet, efficient combustion. De¬ 
signed to the high standards of in¬ 
put demand and coated with the 
same vitreous glass finish that has 
proven so effective in protecting 
tank interiors from corrosion. 


VENT CENTER BACK 




■ NON-LINTING PILOT 

Designed with lint screen and draft 
shield to assure lint-free combus¬ 
tion and draft-resistant operation. 

■ TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture. (A.G.A. 
certified test pressure of 300 lbs.) 

■ FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass surrounds tank to give 
positive life-long insulation of 
heater. 

■ SET AND FORGET 
TEMPERATURE CONTROL 

Once the automatic control is set, 
you get a constant supply of hot 
water at your desired temperature. 

■ A.G.A. CERTIFICATION 

Design of all water heaters is cer¬ 
tified by the American Gas Asso¬ 
ciation Laboratories. 

■ T. & P. VALVE OPENING 

Separate 3/4" N.P.T. opening pro¬ 
vided for installation of Tempera¬ 
ture —• Pressure relief valve. 



Model Capacity 
Number Gal. 

Nat. 

Mfd. 

Mixed 

L.P. 

But. 

Prop. 

G.P.H. 
100° Rise 

A 

B 

C 

D 

E 

sfze Wel S hts 
Slze lbs. 

V8-30TT 

30 

30,000 

30,000 

25.2 

36 

24 

25 

39% e 

8 

3" 

198 


WARRANTIES 

When ordering these water heaters, 
select correct model number prefix 
to specify the warranty desired. 

X = 10 Full Years Example: X8-30TT 
V = 5 Full Years Example: V8-30TT 


In keeping with our policy of continuous product improvement, we reserve the 
right to make minor changes without prior notice. 



STATE STOVE AND MFG. CO.. INC./ASHLAND CITY,TENNESSEE 






































STATE 

RESIDENTIAL GAS 


Here's why 


more and more 


PRINCESS MODEL V8-30LB 


LOWBOY and UNDERCOUNTER 
GLASSLINED GAS WATER HEATERS 


are being installed. 


Apartments, cottages, mobile homes and small family dwellings usually do not require large capacity 
tanks and are often limited in space availability. Therefore, these undercounter and Hide-a-way models 
are designed to fit the small space requirements but yet supply all the hot water needs of people who 
live in these conditions. Though small in size, they still meet the rigid Quality Standards that provide 



STATE STOVE AND MFG. CO., INC./ASHLAND CITY,TENNESSEE 













Check these Quality Features 


■ GLASSLINED TANKS 

The complete inner surface of 
every tank is lined with an extra 
thick coating of vitrified glass, per¬ 
manently bonded under intense 
heat (1600°F) to insure clean, rust- 
free water throughout a longer 
tank life. 

■ SPECIAL ECO (Energy Cut Off) 

FEATURE 

An A.G.A. certified, factory installed 
heat-sensitive device shuts off ALL 
gas flow to burner and pilot 
should tank water temperature 
reach 210°F. 

■ ANODE ROD 

Extruded magnesium rod sus¬ 
pended in the tank protects your 
heater against corrosion. 

■ VITRACLAD GLASSLINED 
BURNER 

Burns natural and L. P. gases with 
quiet, efficient combustion. De¬ 
signed to the high standards of in¬ 
put demand and coated with the 
same vitreous glass finish that has 
proven so effective in protecting 
tank interiors from corrosion. 



Model Capacity 
Number Gal. 

Nat. 

Mfd. 

Mixed 

L.P. 

But. 

Prop. 

Recovery 







Shipping 

Weights 

lbs. 

G.P.H. 
100° Rise 

A 

B 

C 

D 

E 

Size 

V8-30LB 

30 

30000 

30000 

25.3 

34% 

30% 

24 

16% 

8 

3" 

154 

V8-40LB 

40 

30000 

30000 

25.3 

40% 

36% 

24 

16% 

8 

3" 

173 

V8-30LS 

30 

30000 

30000 

25.3 

34% 

31% 

24 

16% 

8 

3" 

143 

V8-40LS 

40 

33000 

33000 

27.7 

40% 

38% 

24 

16% 

8 

3" 

156 


■ NON-LINTING PILOT 

Designed with lint screen and draft 
shield to assure lint-free combus¬ 
tion and draft-resistant operation. 

■ TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture. (A.G.A. 
certified test pressure of 300 lbs.) 

■ FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass surrounds tank to give 
positive life-long insulation of 
heater. 

■ SET AND FORGET 
TEMPERATURE CONTROL 

Once the automatic control is set, 
you get a constant supply of hot 
water at your desired temperature. 

■ A.G.A. CERTIFICATION 

Design of all water heaters is cer¬ 
tified by the American Gas Asso¬ 
ciation Laboratories. 


■ T. & P. VALVE OPENING 

Separate 3/4" N.P.T. opening pro¬ 
vided for installation of Tempera¬ 
ture — Pressure relief valve. 



WARRANTIES 

When ordering these water heaters, 
select correct model number prefix 
to specify the warranty desired. 

X = 10 Full Years Example: X8^30LB 
V = 5 Full Years Example: V8-30LB 



In keeping with our policy of continuous product improvement, we reserve the 
right to make minor changes without prior notice. 


STATE STOVE AND MFG. CO.. INC./ASHLAND CITY,TENNESSEE 

FORM NO. STG-6-68 
REV. 3-69 












































INTRODUCING THE 


Vitraclad 35 


GLASSLINED BURNER 



The new State Stove Vitraclad 35 Burner represents the end 
product of several years of engineering research and testing 
directed at developing a new, higher input, more efficient 
and more durable burner. The same vitreous glass finish that 
has proven so effective in pro¬ 
tecting the interior of State 
water heater tanks from 
corrosion now pro¬ 
tects the Vitra¬ 
clad 35 Burner. 


1 

New construction and proven 
radial, multi-port burner design 
contributes to greater efficiency and 
higher input. Internal burner structure 
which effects efficiency and input is completely 
free of obstructions, allowing a smooth flow of gas. 
Burner ports are positioned at scientifically determined an¬ 
gles in order to encourage maximum heat transfer by direct¬ 
ing flame pattern to tank bottom. 


FORM S85/4-65 




















































Our Business Philosophy 

The reasons for the constant growth of State Stove & Manufacturing Company stem from 
a very basic business philosophy ... to manufacture the best possible product in 
the most efficient and economical manner. As obvious as this statement is, 
its achievement is not so easy. Over the years we have sought out dependable sources 
of supply for raw materials and components . . . developed our own manufacturing 
techniques . . . built much of our own equipment . . . trained our own employees 
and provided our own reliable transportation systems. If our volume 
of business can be used as a measuring stick, the experience has been very rewarding. 

Today, State Stove is the largest manufacturer of water heaters in the nation. 
And yet our simple business philosophy is still the same ... to manufacture the best 
possible product in the most efficient and economical manner which 
results in unequalled service to our customers. 



m mm 






A Challenge to Water Heater Distributors and Dealers! 


Does your present source for electric water heaters offer you the following: 

1. A $10.00 bill for any heater replaced within the full warranty period? 

2. A full two-year warranty on all component parts, controls, elements and thermostats? 

3. A one-year Free Service Policy on the entire heater and all components, for factory caused 
defects? 

4. A complete line of electric water heaters — residential and commercial — to fit any situation, 
and make any installation possible? 

5. A program of co-op advertising and promotional aids to complement your own sales efforts? 

6. A dependable source that allows you to reduce your inventory investment while increasing 
your stock turn and your profit? 

STATE offers you all these, plus many more advantages. Unless you are completely satisfied that you 
are getting all the water heater business possible and realizing all the profit possible from the business 
you are getting, you owe it to yourself to investigate State Stove and Manufacturing Company today! 












Compare These Important Quality Features! 


• WELDED STEEL COUPLINGS 

No internal threads to cause nip¬ 
ple leaks. 


• SPECIAL ECO (Energy Cut-Off) 
FEATURE 

A special UL listed, factory in¬ 
stalled heat sensitive device cuts 
off ALL power to heater should 
tank water temperature reach 
210°F. 


• HIGH GLOSS ENAMEL FINISH 

This beautiful high gloss enamel 
finish is baked on over a special 
primer coat, bonding the long life 
finish to the metal jacket. 


• HIGHLY EFFICIENT HEATING 
ELEMENTS 

Immersion type heating elements 
puts all heat directly into water for 
greater efficiency. Pressure sealed 
to prevent leaking. 


• SET & FORGET THERMOSTAT 
CONTROL 

Once the thermostat is properly 
set, you get a constant supply of 
hot water at your desired temper¬ 
ature. 


• TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture to a cer¬ 
tified test pressure of 300 lbs. 



SIMULTANEOUS/INTERLOCKING SYSTEMS 


Our double element water heaters may be wired for either 
Simultaneous or Interlocking (non-simultaneous) operation.* 
The basic difference is this: In the Simultaneous system, the 
upper and lower elements operate independently, and can 
be on at the same time; whereas in the Interlocking system 
only one element at a time can be on. 

During Standby operation, tank is full of hot water — both 
elements are off. During Low Demand periods, only the 
lower element comes on to heat water entering tank to 
replace hot water used. During Standby and Low Demand 
periods, both systems operate identically ... it is during 
periods of High Demand that they differ. 

During periods of High Demand ,■ the Simultaneous system 


uses both upper and lower elements — at the same time — 
for quickest possible tank recovery. The Interlocking system, 
however, uses only one heating element at a time. The 
upper element comes on to quickly heat a usable supply 
of water. When the desired temperature of water in the 
upper part of the tank is reached, the upper element cuts 
off and the lower element comes on to complete the 
recovery process. 

In both systems, after full recovery is made, both return 
to Standby condition. 

*YoO should always make certain that your water heater 
specifications conform to local codes and utility require¬ 
ments. 


























Did 

^ ou Know? 


1. STATE STOVE & MANUFACTURING COMPANY'S dedication to purpose and 
foresight is our history. From our beginning, in 1946, STATE STOVE has grown 
to be the largest manufacturer of water heaters and pump tanks in the United 
States. 

2. STATE STOVE & MANUFACTURING COMPANY offers a complete line of 
gas and electric water heaters, both residential and commercial, all with many 
extra quality features. 

3. STATE STOVE & MANUFACTURING COMPANY maintains complete, thorough 
Quality Control over all phases of water heater manufacture because all work 
is performed at our plant, under our supervision to meet our rigid quality 
standards. 

4. STATE STOVE & MANUFACTURING COMPANY, by operating our own fleet 
of trucks, offers unsurpassed customer service. Smaller quantities needed for 
full freight allowance facilitate inventory control and cut inventory investment. 

5. STATE STOVE & MANUFACTURING COMPANY sends checks to customers 
— not credit memos. You do not want your money tied up in a credit balance 
with us — neither do we. This is just another extra service we provide to our 
customers. 

6. STATE STOVE & MANUFACTURING COMPANY OFFERS PROMOTION HELP. 

a. Complete catalogs on all water heaters, residential and commercial, con¬ 
taining complete specifications on all models. 

b. Lighted signs, window decals, floor displays, and other point-of-sales aids. 

c. Promotional help for dealer meetings, sales meetings, and trade organiza¬ 
tion shows and conventions. 

d. And if desired, specific promotions geared to the needs of the individual 
distributor to increase your sales, to your customers, in your area. 

7. And finally STATE STOVE & MANUFACTURING COMPANY'S special sales 
features: 

a. $10.00 labor replacement allowance during entire warranty period. 

b. One year free service. 

c. All components (including elements, thermostats, controls, pilots, burners, 
etc.) warranted for two full years. 

These are some of the reasons more STATE STOVE water heaters are 
being installed every day in homes , office, apartments and mobile 
homes throughout the country. Can you afford not to handle this line? 
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STATE 



more and more 

6000 WATT-SINGLE ELEMENT 

STATE Electric Glasslined Water Heaters 

are replacing inadequate or worn out units. 


The first water heater installation in a home is seldom selected by the occupant. However, 
when the original unit wears out or fails to provide an adequate supply of hot water to meet 
family needs, it is being replaced with these single element models, specially designed to provide 
extra fast recovery. This dynamic new concept in residential electric water heaters efficiently 
provides a family an abundant hot water supply through years of dependable trouble free serv¬ 
ice. We guarantee it! 



STATE STOVE & MFG. CO., INC. ASHLAND CITY,TENNESSEE 












Check these 
Quality Features: 

■ GLASSLINED TANKS 

The complete inner surface of 
every tank is lined with an extra 
thick coating of vitrified glass, 
permanently bonded under in¬ 
tense heat (1600°F) to insure 
clean, rust-free water throughout 
a longer tank life. 

■ SPECIAL ECO (Energy Cut-Off) 

FEATURE 

A special UL listed, factory in¬ 
stalled heat sensitive device cuts 
off ALL power to heater should 
tank water temperature reach 
210°F. 

■ ANODE ROD 

Extruded magnesium rod sus¬ 
pended in the tank protects your 
heater against corrosion. 

■ HIGHLY EFFICIENT HEATING 
ELEMENTS 

Immersion type heating elements 
pull all heat directly into water for 
greater efficiency. Pressure sealed 
to prevent leaking. 

■ WELDED STEEL COUPLINGS 

No internal threads to cause nipple 
leaks. 

■ T. & P. VALVE OPENING 

Separate 3 U" N.P.T. opening pro¬ 
vided for installation of Tempera¬ 
ture-Pressure relief valve. 



WARRANTIES—When ordering these water heaters, select correct model 
number suffix to specify the warranty desired. 

X = Full 10 Years — Example: DR8-42-X 
V = Full 5 Years — Example: DR8-42-V 


■ TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture. U.L. 
Listed test pressure 300 lbs. 

■ FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass surrounds tank to give 
positive life-long insulation of 
heater. 

■ SET AND FORGET THERMOSTAT 
CONTROL 

Once the thermostat is properly 
set, you get a constant supply of 
hot water at your desired tem¬ 
perature. 

■ UL LISTED 

All models comply with safety 
specifications outlined in Under¬ 
writers Lab Bulletin of July 29, 
1964. 


ROUND 


Model 

Number 

Type 

Unit 

Capacity 

Gal. 

Wattage Recovery 
(max.) G.P.H. 

240V AC based on 
(208V AC) 240V max. 

Dimensions 
in Inches 

. , t , Shipping 
Inlets & weights 
Outlets , ,7 


Height 

Dia. 

Lbs. 

Q 

;o 

00 

< i 

Single 

42 J 

6000 24.6 

47i/ 2 

20 

3 /4" 121 

DR8-52-V 

Single 

1 52,., 

6000 ] 24.6 j 

503/s 

22 

%" 1 150 


TABLETOP 


Model 

Type 

Cap. 

Wattage 

(max.) 

Recovery 

G.P.H. 


Dimensions 

; in Inches 


Inlet 

Ship. 

Number 

Unit 

Gal. 

240V AC 
(208V AC) 

based on 
240V max. 

Hgt. Dep.Wid. 

A 

B C 

D E 

: f 

Outlet 

lbs.' 

DT218-42-V 

Single 

42 

6000 

24.6 

36 

25 I 21 

!2 1 

10 111 

33: 

1 18 

%" 

150 

DT244-52-V 

Single 

52 

6000 

24.6 

36 

25 24 

13*/« 

103/Ji2y« 

33 : 

3 18 

%" 

171 


42 Gallon table top available in 24" width when specified. 

Maximum wattages shown here are available when specified. 

All wattages must conform to local codes and utility requirements. 

Should maximum permissible wattages in your area be less than above, recovery can be 
determined at the rate of 4.1 g.p.h. per 1000 watts input. 


In keeping with our policy of continuous product improvement 
make minor changes without prior notice. 



reserve the right to 
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STATE 

RESIDENTIAL ELECTRIC 


CONTESSA MODEL 
XR8-42-1 



CONTESSA MODEL 
XT218-30-1 


CONTESSA MODEL 
XRL-42-1 


Here's why more and more 
people are installing 

STATE Electric Glasslined Water Heaters 

Featuring the Full 10-year Warranty. 

State Stove answered the ever increasing demand for electric water heaters that guarantee extra years 
of safe, efficient, trouble-free service by providing this trio of handsomely styled models. The Electric 
Round for ample space installations — the Table Top for the kitchen and the Low Boy for limited space 
installations. These heaters are specially engineered to give extra long life, with super-strength extra large 
magnesium rod, and two coat, two fired glasslining. 



STATE STOVE & MFG. CO., INC. ASHLAND CITY, TENNESSEE 




















ELECTRIC ROUND MODELS — FULL 10 YEAR WARRANTY 


Model 

Number 

Type of 
Unit 

Capacity 

Wattage 
Maximum) 
240V AC 

Recovery 
g.p.h. Based 
on 240V 
Maximum 

Dimensions 

Inlets 

& 

Shipping 

Weight 


(208V AC) 

Height 

Diam. 

Outlets 

lbs. 

XR8-30-1 

Single 

30 

6000 

24.6 

37% 

20 

%" 

102 

XR8-30-2 

Double 

30 

9000* 

36.9 

37% 

20 

%" 

102 

XR8-42-1 

Single 

42 

6000 

24.6 

47% 

20 

%" 

122 

XR8-42-2 

Double 

42 

12000* 

49.2 

47% 

20 

%" 

122 

XR8-52-1 

Single 

52 

6000 

24.6 

50% 

22 

%" 

151% 

XR8-52-2 

Double 

52 

12000* 

49.2 

50% 

22 

%" 

151% 

XR8-66-1 

Single 

66 

6000 

24.6 

52% 

24 

%" 

174 

XR8-66-2 

Double 

66 

12000* 

49.2 

52% 

24 

%" 

174 

XR8-82-2 

Double 

82 

12000* 

49.2 

58% 

24 

%" 

194% 

XR8-100-2 

Double 

100 

12000* 

49.2 

57% 

28 

%" 

300 

XR8-120-2 

Double 

120 

12000* 

49.2 

62% 

28 

%" 

312 


In keeping with our policy of continuous product improvement we reserve the right to 
make minor changes without prior notice. 


ELECTRIC LOW BOY MODELS — FULL 10 YEAR WARRANTY 


Model 

Number 

Type of 
Unit 

Capacity 

Wattage 
(Max.) 
240V AC 

Recovery 
g.p.h. Based 
on 240V 

Dimension 
in Inches 

Inlets 

& 

Shipping 

Weight 


(208V AC) 

Maximum 

Hgt. 

Diam. 

Outlets 

Lbs. 

XL8-20-1 

Single 

20 

2000 

8.2 

30 

16 

3/ 4 " 

70 

XL8-30-1 

Single 

30 

6000 

24.6 

30% 

20 


99 

XL8-30-2 

Double 

30 

9000* 

36.9 

30% 

20 

%" 

99 

XL8-42-1 

Single 

42 

6000 

24.6 

31% 

24 

%" 

129% 

XL8-42-2 

Double 

42 

12000* 

49.2 

31% 

24 

%" 

129% 

XL8-52-1 

Single 

52 

6000 

24.6 

31% 

26 

%" 

149 

XL8-52-2 

Double 

52 

12000* 

49.2 

31% 

26 

%" 

149 


Maximum wattage shown here are available when specified. 

*(Double element wattages are based on simultaneous operation and must be specified— 
otherwise heater elements are wired to operate independently in an interlocking circuit). 
All wattages must conform to local codes and utility requirements. Should maximum per¬ 
missible wattages in your area be less than above, recovery can be determined at the rate 
of 4.1 g.p.h. per 1000 watts input. 

In keeping with our policy of continuous product improvement we reserve the right to make 
minor changes without prior notice. 


ELECTRIC TABLE TOP MODELS—FULL 10 YEAR WARRANTY 


Model 

Number 

Type of 
Unit 

Capacity 

Wattage 
(Max.) 
240V AC 

Recovery 
g.p.h. Based 
on 240V 

Dimensions 
in Inches 

Inlets 

& 

Shipping 

Weight 


(208V AC) 

Maximum 

Hgt. 

Wid. 

Dep. 

Outlets 

Lbs. 

XT218-20-1 

Single 

20 

2000 

8.2 

36 

21 

25 

%" 

113 

XT218-30-1 

Single 

30 

6000 

24.6 

36 

21 

25 


134 

XT218-30-2 

Double 

30 

9000* 

36.9 

36 

21 

25 

3/ 4 " 

134 

XT218-42-1 

Single 

42 

6000 

24.6 

36 

21 

25 

3 /4" 

142% 

XT218-42-2 

Double 

42 

12000* 

49.2 

36 

21 

25 

3/4" 

142% 

XT248-52-1 

Single 

52 

6000 

24.6 

36 

24 

25 

3/4" 

173 

XT248-52-2 

Double 

52 

12000* 

49.2 

36 

24 

25 

3 /4" 

173 


In keeping with our policy of continuous product improvement we reserve the right to 
make minor changes without prior notice. 
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STATE 

RESIDENTIAL ELECTRIC 


Here's why more 
and more 

ROUND 
ELECTRIC GLASSLINED 
WATER HEATERS 

are being installed. 




Due to the handsome styling and broad selection of tank 
capacities, this electric water heater has proven to be a favorite 
choice for a majority of installations. 

All the many quality features assure an abundant supply of clean, 
piping hot water throughout years of economical trouble free 
service. In fact, we guarantee it! 



PRINCESS MODEL 
VR8-30-1 



STATE STOVE AND MFG. CO., INC./ASHLAND CITY,TENNESSEE 

















Check These Quality Features 


■ CLASSLINED TANKS 

The complete inner surface of 
every tank is lined with an extra 
thick coating of vitrified glass, 
permanently bonded under in¬ 
tense heat (1600°F) to insure 
clean, rust-free water throughout 
a longer tank life. 

■ SPECIAL ECO (Energy Cut-Off) 

FEATURE 

A special UL listed, factory in¬ 
stalled heat sensitive device cuts 
off ALL power to heater should 
tank water temperature reach 
210°F. 

■ ANODE ROD 

Extruded magnesium rod sus¬ 
pended in the tank protects your 
heater against corrosion. 

■ HIGHLY EFFICIENT HEATING 
ELEMENTS 

Immersion type heating elements 
pull all heat directly into water for 
greater efficiency. Pressure sealed 
to prevent leaking. 

■ WELDED STEEL COUPLINGS 

No internal threads to cause nipple 
leaks. 


ANODE T & P 

ROD VALVE 




■ T. & P. VALVE OPENING 

Separate 3 //' N.P.T. opening pro¬ 
vided for installation of Tempera¬ 
ture-Pressure relief valve. 

■ TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture. U.L. 
Listed test pressure 300 lbs. 

■ FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass surrounds tank to give 
positive life-long insulation of 
heater. 

■ SET AND FORGET THERMOSTAT 
CONTROL 

Once the thermostat is properly 
set, you get a constant supply of 
hot water at your desired tem¬ 
perature. 

■ UL LISTED 

All models comply with safety 
specifications outlined in Under¬ 
writers Lab Bulletin of July 29, 
1964. 



WARRANTIES 


Model 

Number 

Type of 
Unit 

Capacity 

Gals. 

Wattage 
(Max.) 
240V AC 
(208V AC) 

Recovery 
g.p.h. based 
on 240V 
Maximum 

Dimensions 
in Inches 

Inlets 

& 

Outlets 

Shipping 

Weight 

Lbs. 

Hgt. 

Diam. 

VR8-30-1 

Single 

30 

6000 

24.6 

37% 

20 

3 / 4 " 

101 

VR8-30-2 

Double 

30 

9000* 

36.9 

37% 

20 

%" 

101 

VR8-42-1 

Single 

42 

6000 

24.6 

47% 

20 

%" 

121 

VR8-42-2 

Double 

42 

12000* 

49.2 

47% 

20 

%" 

121 

VR8-52-1 

Single 

52 

6000 

24.6 

50% 

22 

%" 

150 

VR8-52-2 

Double 

52 

12000* 

49.2 

503% 

22 

%" 

150 

VR8-66-1 

Single 

66 

6,000 

24.6 

52% 

24 

%" 

172 

VR8-66-2 

Double 

66 

12,000* 

49.2 

52% 

24 

%" 

172 

VR8-82-2 

Double 

82 

12000* 

49.2 

58% 

24 

%* 

192 

VR8-100-2 

Double 

100 

12000* 

49.2 

57% 

28 

3%" 

297 

VR8-120-2 

Double 

120 

12000* 

49.2 

62% 

28 

%" 

308 


When ordering these water heat¬ 
ers, select correct model number 
prefix to specify the warranty 
desired. 

X = Full 10 Years — Example: 
XR8-30-1 

V = Full 5 Years — Example: 
VR8-30-1 

B = Full 2 Years — Example: 
BR8-30-1 

Maximum wattage shown here 
are available when specified. 
•(Double element wattages are 
based on simultaneous opera¬ 
tion and must be specified — 
otherwise heater elements are 
wired to operate independently 
in an interlocking circuit). 

All wattages must conform to lo¬ 
cal codes and utility requirements. 
Should maximum permissible 
wattages in your area be less 
than above, recovery can be de¬ 
termined at the rate of 4.1 g.p.h. 
per 1000 watts input. 

In keeping with our policy of con¬ 
tinuous product improvement we 
reserve the right to make minor 
changes without prior notice. 



STATE STOVE AND MFG. CO., INC./ASHLAND CITY,TENNESSEE 
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STATE 

RESIDENTIAL ELECTRIC 


Here's why 
more and more 




TABLE TOP 
ELECTRIC GLASSLINED 
WATER HEATERS 

are being installed. 



PRINCESS MODEL 
VT218-30-1 


In answer to the demand for water heater installation in modern kitchens, we provide this hand¬ 
some model. Not only does this table top water heater enhance the beauty of any kitchen, but it furnishes 
extra counter-level work space. 


Beneath the gleaming enamel finish of the jacket, a thick blanket of fiberglass insulates the glasslined tank. 
These and other quality features assure you of an abundant supply of clean, piping hot water and years 
of economical, trouble-free service. 



STATE STOVE & MFG. CO., INC. ASHLAND CITY, TENNESSEE 













Check these 
Quality Features: 

■ GLASSLINED TANKS 

The complete inner surface of 
every tank is lined with an extra 
thick coating of vitrified glass, 
permanently bonded under in¬ 
tense heat (1600°F) to insure 
clean, rust-free water throughout 
a longer tank life. 

■ SPECIAL ECO (Energy Cut-Off) 

FEATURE 

A special UL listed, factory in¬ 
stalled heat sensitive device cuts 
off ALL power to heater should 
tank water temperature reach 
210°F. 

■ ANODE ROD 

Extruded magnesium rod sus¬ 
pended in the tank protects your 
heater against corrosion. 

■ HIGHLY EFFICIENT HEATING 
ELEMENTS 

Immersion type heating elements 
pull all heat directly into water for 
greater efficiency. Pressure sealed 
to prevent leaking. 

■ WELDED STEEL COUPLINGS 

No internal threads to cause nipple 
leaks. 

■ T. & P. VALVE OPENING 

Separate 3 A" N.P.T. opening pro¬ 
vided for installation of Tempera¬ 
ture-Pressure relief valve. 

■ TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture. U.L. 
Listed test pressure 300 lbs. 

■ FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass surrounds tank to give 
positive life-long insulation of 
heater. 

■ SET AND FORGET THERMOSTAT 
CONTROL 

Once the thermostat is properly 
set, you get a constant supply of 
hot water at your desired tem¬ 
perature. 

■ UL LISTED 

All models comply with safety 
specifications outlined in Under¬ 
writers Lab Bulletin of July 29, 
1964. 



TOP VIEW 




SIDE VIEW 


• ROUGH-IN DIMENSIONS IN INCHES 


21" Models A 

B 

C 

D 

E 

F 

20 gal. 

14 

14 

15 

32 

3 

15 

30 gal. 

12 

12 

13 

32 

3 

15 

42 gal. 

163/4 

163/4 

11% 

33 

3 

15 


• ROUGHING-IN DIMENSIONS IN INCHES 


24" Models A 

B 

c 

D 

E 

F 

20 gal. 

* 






30 gal. 

14 

11 

12 

32 

3 

18 

42 gal. 

12 

10 

11 

33 

3 

18 

52 gal. 

13% 

103/4 

12% 

33 

3 

18 


^Available on request. 

Note: 24" Tabletop available in 20, 30, 
42 and 52 gal. capacities. 


WARRANTIES—When ordering these water heaters, select correct model 
number prefix to specify the warranty desired. 

X = Full 10 Years — Example XT218-20-1 
V = Full 5 Years — Example: VT218-20-1 
B = Full 2 Years — Example: BT218-20-1 



— 

Type of 
Unit 

ai 

o' 

Wattage 

(Max.) 

OAfWI Ar* 

Recovery 
g.p.h. Based 

Dir 

nensio 

inche 

- 1 

ns 

Inlets 

& 

Shipping 

Weight 

Number 



a4UV Au 

(208V AC) 

on 240 V. 
Maximum 

Ht. 

Wd. 

Dp. 

Outlets 

Lbs. 

VT218-20-1 

Single 

20 

2000 

8.2 

36 

21 

25 

3 A" 

112 

VT218-30-1 

Single 

30_ 

6000 

24.6 

36 

21 

25 

3//’ 

133 

VT218-30-2 

Double 

30 

9000* 

36.9 

36 

21 

25 

3//' 

133 

VT218-42-1 

Single 

42 

6000 

24.6 

36 

21 

25 

3/4" 

141 

VT218-42-2 

Double 

42 

12000* 

49.2 

36 

21 

25 

3/4" 

141 

VT248-52-1 

Single 

52 

6000 

24.6 

36 

24 

25 

3/4" 

171 

VT248-52-2 

Double 

52 

12000* 

49.2 

36 

24 

25 

3/4" 

171 



Maximum wattages shown here are available when specified. 

•(Double element wattages are based on simultaneous operation and must be specified— 
otherwise heater elements are wired to operate independently In an interlocking 
circuit). 

All wattages must conform to local codes and utility requirements. Should maximum 
permissible wattages in your area be less than above, recovery can be determined at 
the rate of 4.1 g.p.h. per 1000 watts input. 

In keeping with our policy of continuous product improvement we reserve the right to 
make minor changes without prior notice. 



STATE STOVE & MFG. CO., INC. ASHLAND CITY, TENNESSEE 




















































































Here's why 
more and more 



LOW BOY 
GLASSLINED ELECTRIC 
WATER HEATERS 

are being installed. 



PRINCESS MODEL 

VL8-30-1 


Specially designed for installation under counters, in crawl space .. . wherever space is more limited 
than hot water needs — this model has proven to be extremely versatile and popular. Available in vary¬ 
ing tank capacities . . . single or double element, the Low Boy provides an abundance of clean, hot water 
throughout years of safe, economical, trouble free service. In fact, we guarantee it! 



STATE STOVE & MFG. CO.. INC. ASHLAND CITY.TENNESSEE 










Check These Quality Features 


■ GLASSLINED TANKS 

The complete inner surface of 
every tank is lined with an extra 
thick coating of vitrified glass, 
permanently bonded under in¬ 
tense heat (1600°F) to insure 
clean, rust-free water throughout 
a longer tank life. 

■ SPECIAL ECO (Energy Cut-Off) 

FEATURE 

A special UL listed, factory in¬ 
stalled heat sensitive device cuts 
off ALL power to heater should 
tank water temperature reach 
210°F. 

■ ANODE ROD 

Extruded magnesium rod sus¬ 
pended in the tank protects your 
heater against corrosion. 

■ HIGHLY EFFICIENT HEATING 
ELEMENTS 

Immersion type heating elements 
pull all heat directly into water for 
greater efficiency. Pressure sealed 
to prevent leaking. 

■ WELDED STEEL COUPLINGS 

No internal threads to cause nipple 
leaks. 



■ T. & P. VALVE OPENING 

Separate 3 U' N.P.T. opening pro¬ 
vided for installation of Tempera¬ 
ture-Pressure relief valve. 

■ TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture. U.L. 
Listed test pressure 300 lbs. 

■ FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass surrounds tank t> give 
positive life-long insulation of 
heater. 

■ SET AND FORGET THERMOSTAT 
CONTROL 

Once the thermostat is properly 
set, you get a constant supply of 
hot water at your desired tem¬ 
perature. 

■ UL LISTED 

All models comply with safety 
specifications outlinecf in Under¬ 
writers Lab Bulletin of July 29, 
1964. 



Model 

Number 

Type of 
Unit 

Capacity 

Wattage 
(Max.) 
240V AC 
(208V AC) 

Recovery 
g.p.h. Based 
on 240 V. 
Maximum 

Dimensions 
in Inches 

Inlets 

& 

Outlets 

Shipping 

Weight 

Lbs. 

Hgt. 

Dia. 

VL8-20-1 

Single 

20 

2000 

8.2 

30 

16 

3 / 4 " 

69 

VL8-30-1 

Single 

30 

6000 

24.6 

30% 

20 

3 / 4 " 

99 

VL8-30-2 

Double 

30 

9000* 

36.9 

30% 

20 

3/ 4 " 

99 

VL8-42-1 

Single 

42 

6000 

24.6 

31% 

24 

3/4 1 " 

128 

VL8-42-2 

Double 

42 

12000 * 

49.2 

311/4 

24 

3 /4" 

128 

VL8-52-1 

Single 

52 

6000 

24.6 

31% 

26 

3/4" 

147 

VL8-52-2 

Double 

52 

12000 * 

49.2 

31% 

26 

3 /4" 

147 


WARRANTIES 

When ordering these water 
heaters, select correct model 
number prefix to specify the 
warranty desired. 

X— Full 10 Years — Example: 
XL8-20-1 

V = Full 5 Years — Example: 
VL8-20-1 

B = Full 2 Years — Example: 
BL8-20-1 


Maximum wattages shown here are available when specified. 

♦(Double element wattages are based on simultaneous operation and must be specified— 
otherwise heater elements are wired to operate independently in an interlocking 
circuit). 

All wattages must conform to local codes and utility requirements. Should maximum 
permissible wattages in your area be less than above, recovery can be determined at 
the rate of 4.1 g.p.h. per 1000 watts input. 

In keeping with our policy of continuous product improvement we reserve the right to 
make minor changes without prior notice. 



STATE STOVE & MFG. CO., INC. ASHLAND CITY, TENNESSEE 


FORM NO. STE-6-68 
REV. 3-69 




















































STATE 

RESIDENTIAL ELECTRIC 



Here's why 
more and more 

GLASSLINED ELECTRIC 
WATER HEATERS 

are being installed. 



PRINCESS MODEL 
VM8-10-1 


Especially designed and approved for the fast growing mobile home market, these compact electric 
water heaters feature surprisingly large tank capacity for unit size. They also have all the other quality 
features that make for extra long years of safe, economical, trouble-free service. In fact, we guarantee it. 



STATE STOVE & MFG. CO.. INC. ASHLAND CITY.TENNESSEE 










Check These Quality Features 


■ GLASSLINED TANKS 

The complete inner surface of 
every tank is lined with an extra 
thick coating of vitrified glass, 
permanently bonded under in¬ 
tense heat (1600°F) to insure 
clean, rust-free water throughout 
a longer tank life. 

■ SPECIAL ECO (Energy Cut-Off) 
FEATURE 

A special UL listed, factory in¬ 
stalled heat sensitive device cuts 
off ALL power to heater should 
tank water temperature reach 
210°F. 

■ ANODE ROD 

Extruded magnesium rod sus¬ 
pended in the tank protects your 
heater against corrosion. 

■ HIGHLY EFFICIENT HEATING 
ELEMENTS 

Immersion type heating elements 
pull all heat directly into water for 
greater efficiency. Pressure sealed 
to prevent leaking. 

■ WELDED STEEL COUPLINGS 

No internal threads to cause nipple 
leaks. 



■ NO DIP TUBE 

Side-bottom cold water inlet with 
internal diffuser eliminates need 
for dip tube. This inlet position 
also permits easy installation of 
FHA approved temperature and 
pressure relief valve. 

■ TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture. U.L. 
Listed test pressure 300 lbs. 

■ FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass surrounds tank to give 
positive life-long insulation of 
heater. 

■ SET AND FORGET THERMOSTAT 
CONTROL 

Once the thermostat is properly 
set, you get a constant supply of 
hot water at your desired tem¬ 
perature. 

■ UL LISTED 

All models comply with safety 
specifications outlined in Under¬ 
writers Lab Bulletin of July 29, 
1964. 



Model 

Number 

Type of 
Unit 

Cap. 

(gals.) 

Wattage 
(Max.) 
118V AC 

Recovery 
g.p.h. Based 

Dimensions 

in Inches 

Inlets 

& 

Outlets 

Shipping 

Weight 

Lbs. 

on 118 V. 
Maximum 

A 

B 

C 

D 

E 

VM8-6-1 

Single 

6 

1000 

4.1 

17 Vs 

12 % 

8 

3 

14 

%" 

38 

VM8-10-1 

Single 

10 

1000 

4.1 

17 

11 Hie 

8 

3 

16 

3/ 4 " 

47 

VM8-17-1 

Single 

17 

1500 

6.1 

27% 

23% 

8 

3 

16 

3/ 4 " 

64 

VM8S-20-1 

Single 

20 

1500 

6.1 

21 13 Ae 

16% 

8 

3 

20 

3/ 4 " 

78 

VM8T-20-1 

Single 

20 

2000 

8.2 

30% 

25% 

8 

3 

16 

3/ 4 " 

69 

VM8S-30-1 

Single 

30 

2000 

8.2 

29% 

25% 

8 

3 

20 

3/ 4 " 

97 

VM8S-30-2 

Double 

30 

2000 

8.2 

29% 

25% 

8 

3 

2 ( 

%" 

97 

VM8S-30-2 

Double 

30 

2000 

8.2 

29% 

25% 

8 

3 

20 

3/ 4 " 

97 


WARRANTIES 

When ordering these water 
heaters, select correct model 
number prefix to specify the 
warranty desired. 

V = Full 5 Years — Example: 
VM8-6-1 

B = Full 2 Years — Example: 
BM8-6-1 



Maximum wattages shown here are available when specified. 
All wattages must conform to local codes and utility require¬ 
ments. Should maximum permissible wattages in your area 
be less than above, recovery can be determined at the rate 
of 4.1 g.p.h. per 1000 watts input. 


In keeping with our policy of continuous product improvement 
we reserve the right to make minor changes without prior notice. 

STATE STOVE & MFG. CO.. INC. ASHLAND CITY, TENNESSEE 

Form No. STE-7-68 





















































STATE 

RESIDENTIAL ELECTRIC 


Here's why 
more and more 

MIDGET 

GLASSLINED ELECTRIC 
WATER HEATERS 

are being installed. 




PRINCESS MODEL 

VI8-10-1 


There has been an increasing need for small capacity water heaters requiring simplified plumbing 
and electrical connections. This Midget model is designed for just such a need. Though small in size, it 
passes all performance tests easily because it is built to quality standards of all our water heaters which 
means years of safe, economical service. We guarantee it! 



STATE STOVE & MFG. CO., INC. ASHLAND CITY, TENNESSEE 








Check These Quality Features 


■ CLASSLINED TANKS 

The complete inner surface of 
every tank is lined with an extra 
thick coating of vitrified glass, 
permanently bonded under in¬ 
tense heat (1600°F) to insure 
clean, rust-free water throughout 
a longer tank life. 

■ SPECIAL ECO (Energy Cut-Off) 

FEATURE 

A special UL listed, factory in¬ 
stalled heat sensitive device cuts 
off ALL power to heater should 
tank water temperature reach 
210°F. 

■ ANODE ROD 

Extruded magnesium rod sus¬ 
pended in the tank protects your 
heater against corrosion. 

■ HIGHLY EFFICIENT HEATING 
ELEMENTS 

Immersion type heating elements 
pull all heat directly into water for 
greater efficiency. Pressure sealed 
to prevent leaking. 

■ WELDED STEEL COUPLINGS 

No internal threads to cause nipple 
leaks. 



-0 < HOT OUTLET 


JUNCTION BOX 



■ NO DIP TUBE 

Side-bottom cold water inlet with 
internal diffuser eliminates need 
for dip tube. This inlet position 
also permits easy installation of 
FHA approved temperature and 
pressure relief valve. 

■ TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture. U.L. 
Listed test pressure 300 lbs. 

■ FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass surrounds tank to give 
positive life-long insulation of 
heater. 

■ SET AND FORGET THERMOSTAT 
CONTROL 

Once the thermostat is properly 
set, you get a constant supply of 
hot water at your desired tem¬ 
perature. 

■ UL LISTED 

All models comply with safety 
specifications outlined in Under¬ 
writers Lab Bulletin of July 29, 
1964. 



Model 

Number 

TvDe of^CaD. 

Wattage 
(Max.) 
240V AC 
(208V AC) 

Recovery 
g.p.h. Baspri 

Dimension in Inches 

Inlets 

& 

Outlets 

Shipping 

Weight 

Lbs. 

Unit 1 

(gals.) 

on 240 V. 
Maximum 

A 

B 

C 

D 

E 

VI8-6-1 

Single 

6 

1500 

6.1 

17% 

12 % 

8 % 

3 

14 

3//’ 

38 

VI8-10-1 

Single 

10 

1500 

6.1 

17 

11 Hie 

8 % 

3 

16 

3/ 4 " 

47 

VI8-17-1 

Single 

17 

1500 

6.1 

27% 

23% 

8 % 

3 

16 

%" 

64 

VI8-20-1 

Single 

20 

1500 

6.1 

21 1 %6 

16% 

8 % 

3 

20 

%" 

78 

VIT8-20-1 

Single 

20 

1500 

6.1 

30% 

25% 

8 % 

3 

16 

%" 

69 


WARRANTIES 

When ordering these water 
heaters, select correct model 
number prefix to specify the 
warranty desired. 

V = Full 5 Years — Example: 
V18-20-1 

B = Full 2 Years — Example: 
B18-20-1 



Maximum wattages shown here are available when specified. 

All wattages must conform to local codes and utility require¬ 
ments. Should maximum permissible wattages in your area 
be less than above, recovery can be determined at the rate 
of 4.1 g.p.h. per 1000 watts input. 

In keeping with our policy of continuous product improvement 
we reserve the right to make minor changes without prior notice. 


STATE STOVE & MFG. CO.. INC. ASHLAND CITY. TENNESSEE 

Form No. STE-8-68 










































STATE 

RESIDENTIAL ELECTRIC 




Here's why 
more and more 

UNJACKETED 
GLASSLINED ELECTRIC 
WATER HEATERS 

are being installed. 


PRINCESS MODEL 

VW8-30-1 


In recent years many home builders have requested water heaters to be built to a quality performance 
standard but without the conventional outer jacket for undercounter installation. When a water heater 
installation is seen only by the people who service the unit, they felt that the cost of an enameled steel 
jacket could be eliminated. Our engineers have designed this water heater to fit such a need. The fiber¬ 
glass insulation is encased in Industrial Steel mesh, instead of the conventional steel jacket, only for 
reasons of economy. All other quality features are identical to heaters with jackets. 
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Check These Quality Features 


■ GLASSL1NED TANKS 

The complete inner surface of 
every tank is lined with an extra 
thick coating of vitrified glass, 
permanently bonded under in¬ 
tense heat (1600°F) to insure 
clean, rust-free water throughout 
a longer tank life. 

■ SPECIAL ECO (Energy Cut-Off) 

FEATURE 

A special UL listed, factory in¬ 
stalled heat sensitive device cuts 
off ALL power to heater should 
tank water temperature reach 
210°F. 

■ ANODE ROD 

Extruded magnesium rod sus¬ 
pended in the tank protects your 
heater against corrosion. 

■ HIGHLY EFFICIENT HEATING 
ELEMENTS 

Immersion type heating elements 
pull all heat directly into water for 
greater efficiency. Pressure sealed 
to prevent leaking. 

■ WELDED STEEL COUPLINGS 

No internal threads to cause nipple 
leaks. 



■ T. & P. VALVE OPENING 

Separate 3 U" N.P.T. opening pro¬ 
vided for installation of Tempera¬ 
ture-Pressure relief valve. 

■ TRIPLE TESTED TANKS 

Each tank is carefully tested three 
times during manufacture. U.L. 
Listed test pressure 300 lbs. 

■ FIBERGLASS INSULATION 

A thick blanket of non-settling 
fiberglass surrounds tank to give 
positive life-long insulation of 
heater. 

■ SET AND FORGET THERMOSTAT 
CONTROL 

Once the thermostat is properly 
set, you get a constant supply of 
hot water at your desired tem¬ 
perature. 

■ UL LISTED 

All models comply with safety 
specifications outlined in Under¬ 
writers Lab Bulletin of July 29, 
1964. 



Model 

Number 

Type of 
Unit 

Cap. 

(gals.) 

Wattage 
(Max.) * 
240V AC 

Recovery 
;.p.h. Based 
on 240V 

Dimensions 
in Inches 

Inlets 

& 

Shipping 

Weight 

(208V AC) 

Maximum 

Hgt. 

Dia. 

Outlets 

Lbs. 

VW8-30-1 

Single 

30 

6000 

24.6 

31 

20 

%" 

90 

VW8-30-2 

Double 

30 

12000* 

49.2 

31 

20 

%" 

90 

VW8-42-1 

Single 

42 

6000 

24.6 

31% 

22 

%" 

106 

VW8-42-2 

Double 

42 

12000* 

49.2 

31% 

22 

%" 

106 

VW8-52-1 

Single 

52 

6000 

24.6 

31% 

24 

%" 

142 

VW8-52-2 

Double 

52 

12000* 

49.2 

31% 

24 

%* 

142 


WARRANTIES 

When ordering these water 
heaters, select correct model 
number prefix to specify the 
warranty desired. 

V = Full 5 Years — Example: 
VW8-30-1 

B = Full 2 Years — Example: 
BW8-30-1 


Maximum wattages shown here are available when specified. 

*(Double element wattages are based on simultaneous 
operation and must be specified — otherwise heater 
elements are wired to operate independently in an inter¬ 
locking circuit). 


All wattages must conform to local codes and utility require¬ 
ments. Should maximum permissible wattages in your area 
be less than above, recovery can be determined at the rate 
of 4.1 g.p.h. per 1000 watts input. 



In keeping with our policy of continuous product improvement 
we reserve the right to make minor changes without prior notice. 


STATE STOVE & MFG. CO.. INC. ASHLAND CITY, TENNESSEE 

FORM NO. STE-9-68 
REV. 3-69 
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PMFIIMATir 






DIAPHRAGM 
FLOATATION RING 
WIPING ACTION 
GLASSLINED WALL 
STEEL TANK WALL 



RETAINAIRE FLOAT 

This float functions as a sealer adjusting automat¬ 
ically between the water and air space in the tank, 
preventing air absorption and water-logging. 

Heavy steel construction and 
WELDED PIPE ADAPTERS 




Every tank pressure tested 

GLASSLINED for longer life 

Never any rust . . . always crystal clear water 

Test pressure 150 lbs. . . . working pressure 75 lbs. 

Magnesium Anode for added corrosion protection 

%-16 stud welded to center of head 

for alternate motor mount 
Va" pressure switch tapping on all models 





Model 

Size 

Cap. 

CONNE 
INLETH 

ACTIONS 
rOUTLET 

APPROX. 
SHIP WT. 


0 ;-:f_ 

si 

G7-21-F 

16"x24" 

21 

1 Va" 

Wa” 

47 lbs. 

G7-42-TF 

16"x48" 

42 

Wa" 

Wa" 

78 lbs. 

G7-42-SF 

20"x32" 

42 

Wa" 

Wa" 

74 lbs. 

G7-82-F 

20"x60" 

82 

Wa” 

Wa" 

118 lbs. 

G7-120-F 

24"x60" 

120 

Wa" 

Wa" 

161 lbs. 

ONE YEAR WARRANTY 


* 14" pressure switch tapping 





















































PNEUMATIC 
TANKS 
GLASSLINED 





HEAVY STEEL 
CONSTRUCTION 



• GLASSLINED for longer life 

• Never any rust . . . always crystal clear water 

• Test pressure 150 lbs. . . . working pressure 75 lbs. 



' All tappings 1 Vi" (Except “A” tapping on G-120 is IV 2 ") 

1 3/ 8 -16 stud welded to center of head 

for alternate motor mount 

1 Magnesium Anode for added corrosion protection 

1 V*" pressure switch tapping on all models 


Model 

Size 

Capacity 

A 

B 

C 

APPROX. 
SHIP WT. 

G-21 

16"x24" 

21 

6" 

12" 

4" 

47 lbs. 

G-42.-T 

16"x48" 

42 

12" 

23" 

4" 

78 lbs. 

G-42-S 

20"x32" 

42 

8" 

16" 

4" 

74 lbs. 

G-82 

20"x60" 

82 

12" 

23" 

4" 

118 lbs. 

G-120 

24"x60" 

120 

12" 

23" 

4" 

161 lbs. 

ONE YEAR WARRANTY 






FORM S57 / 6-69R 


* 14" pressure switch tapping 






































Here's why more and more 

GSassSined Gas Water Heaters 
are being specified for Commercial installations 


FULL FLOATING CAPSULE 
TANK 

The external flue on VULCRAFT 
free-floating tanks preserves tank 
unity by eliminating weak spots in¬ 
herent in tanks with internal flue 
construction. 

TWO-FIRED GLASSLINING 

The glasslining on the VULCRAFT 
Instantaneous Booster tank is not 
just double thick, but two com¬ 
pletely different coats of vitrified 
glass separately applied and sepa¬ 
rately fired to insure long years of 
trouble-free service. 

DOUBLE INSULATED 
A 2" thick blanket of treated fi¬ 
berglass completely envelopes the 
heater and is augmented by a sec¬ 
ond layer of Insulite (a special in¬ 
sulating mineral wool) around the 
combustion chamber for added 
efficiency, economy and safety. 
MULTIPLEX-JET BURNER 
This new engineering principle in¬ 
corporates in its design a cast iron 
manifold on which independent jet 
burners are mounted and so ar¬ 
ranged that their flames mutually 
impinge. Each of these burners is 
completely independent with its 
own source of primary and sec¬ 
ondary air, factory adjusted. This 
design provides more efficient 
flame control, prevents uneven and 
incomplete combustion, and as¬ 
sures even distribution of heat 
over all transfer surfaces thus pre¬ 
venting hot spots often found in 
heaters with "old style" burners. 



FACTORY INSTALLED RELIEF 
VALVE 

As an extra safety feature, each 
booster heater is supplied with a 
factory installed ASME rated tem¬ 
perature and pressure relief valve. 
HAND-HOLE TANK CLEANOUT 
Easily accessible cleanout located 
on front of tank for periodic re¬ 
moval of lime scale, silt, sand or 
other foreign matter deposited in 
the tank. 

SPECIAL FLUE LINER 

Flue liner in the free-floating cap¬ 
sule tank manufactured of stain¬ 
less steel and special aluminized 
steel for longer life. Prevents 
burn-out or rust-out of flue. 
NON-ELECTRIC CONTROL 
SYSTEM 

A completely mechanical control 
system provides positive control 
and safety shut-off — avoiding 
down time due to failure of elec¬ 
trical components. In the event 
of pilot outage 100% shut-off 
safety valve operates within sec¬ 
onds. 

ELECTROLYTIC PROTECTION 

Large extruded rod, or rods (de¬ 
pending on model) of highest qual¬ 
ity magnesium are suspended in 
tanks to provide maximum ca¬ 
thodic protection of all internal 
tank surfaces. 

PRESSURE REGULATOR 
Factory adjusted for mixed and/or 
natural gases eliminates gas pres¬ 
sure fluctuations. 


STATE STOVE and Manufacturing Co., Inc. 

ASHLAND CITY, TENNESSEE 









































Guaranteed Hot Water Program 

This program guarantees that in any commercial water heater application 
if the instructions and sizing charts in the latest manual are properly used to size 
a given installation, the Vulcraft heaters so chosen will adequately supply all the 
hot water needed. 

Should the heaters fail to do so, State Stove and Manufacturing Company 
will furnish, without charge, the additional equipment necessary to satisfactor¬ 
ily supply the required hot water needs, exclusive of installation costs. 


HC 


t’ 


Did You Know... 

1. Vulcraft Commercial Water Heaters are made by State Stove & Manufacturing Co.— 
the world's largest manufacturer of water heaters. 

2. State Stove is the first water heater manufacturer to guarantee delivery of all the hot 
water any given installation will need. 

3. Vulcraft Water Heaters are now available with a full three years warranty. 

4. Vulcraft Water Heaters are the only commercial heaters that have a double thick glass 

lining of two completely different coats of vitrified glass, separately applied and separately 
fired, insure added years of trouble free service and a longer tank life. 

5. Every Vulcraft water heater is made with a pressure and temperature relief valve as an 
integral part of the heater—factory installed and tested. ASME approved. 

6. The Vulcraft Commercial Water Heater line is offered in many models with such varying 

tank sizes and recovery capacities that any installation can be properly sized and easily 

installed. 

7. All Vulcraft Water Heaters must meet the most rigid quality standards throughout every 
phase of manufacturing. Each tank is triple tested and carefully inspected by our own 
quality control engineers. 

8. Vulcraft Water Heaters are not subjected to sudden material changes of varying quality 
as are other brands made by manufacturers who do not make their own tanks. Vulcraft 
heaters are carefully made in our own efficient plant by our own skilled people. 


c 


STATE STOVE and Manufacturing Co., Inc. 

ASHLAND CITY, TENNESSEE 




















VULCRAFT TRU-FLO 

MANIFOLD SYSTEMS 

Unit Installation of Identical Commercial Water Heaters 



MANIFOLD VULCRAFT 
COMMERCIALS 

Two 100-270B8 
Two 85-360B8 
Two 75-500B8 
Three 85-360B8 
Three 75-500B8 
Four 85-360B8 
Four 75-500B8 


540,000BTU Heater with 320 gal. 

720.000BTU Heater with 272 gal. 

l.lOO.OOOBTU Heater with 240 gal. 

1,080,000BTU Heater with 408 gal. 

1,500,000BTU Heater with 360 gal. 

1,440,000BTU Heater with 544 gal. 

2,000,000BTU Heater with 480 gal. 



PRICE SAVING 
SPACE SAVING 

TRUE BALANCE 
FLOW ASSURED 

Final sizing of all 
installations should 
be done ONLY from 
the Engineering 
Handbook. 



VULCRAFT TRU-FLO 
manifold systems are 
precision engineered 
and factory built kits of 
extra heavy type “K” 
copper tubing along 
with all the necessary 
fittings for connecting 
multiples of two, three 
or four identically sized 
VULCRAFT Commercial 
Water Heaters. 


In keeping with our policy of continuous product improvements, we reserve the right to 
make minor changes without prior notice. 












































































Hot & Cold Connections 1 W Copper 


Dual 


12 Lbs. 

Triple 


36 Lbs. 

Quadruple 


46 Lbs. 

Mixing Valve 1" 


5 Lbs. 



MANIFOLD 

KITS 


SHIPPING 

WEIGHT 


FORM SI06/6-69 












































































































VULCRAFT 

50-65B8 & C8 

COMMERCIAL GAS FIRED 
STORAGE BOOSTER 
GLASSLINED 






1. The VULCRAFT 50-65B8 is a gas-fired stor- 
age booster with 50-gallon tank capacity and 
65,000 BTU/hour input, certified by the Amer¬ 
ican Gas Association and the National Sanita¬ 
tion Foundation for supplying 180°F. water 
both as a “Type A Booster” and as a “Type B 
Storage Heater”. When used singly or in mani¬ 
folded multiples as a Type B Storage Heater the 
50-65B8 is so constructed as to provide a com¬ 
pletely independent water system needing no 
separate storage tank, or pump with the attend¬ 
ant complex wiring and plumbing systems. 
When installed with a mixing valve it can sup¬ 
ply both 140°F. general use hot water and 
180°F. sanitizing water simultaneously. 

2. When installed as a “Type A Booster” with 
separate storage tank the 50-65B8 is designed 
so as to provide sufficient gravity circulation 
and no circulating pump is required. 


ENGINEERING FEATURES 

TANK—Single Flue construction to assure maximum durability and 
heat exchange. 

BURNER—State Stove’s well-proved "Crown of Flame" multi-port cast 
iron burner gives quiet efficient combustion. Burns all gases. 
TWO-FIRED GLASSUNING—The glasslining on the VULCRAFT Storage 
Booster tank is not just double thick, but two completely different 
coats of vitrified glass separately applied and separately fired to 
insure long years of trouble-free service. 

FIBERGLASS INSULATION—Insulated with thick sheet fiberglass, can¬ 
not pack down. Assures efficient insulation for the life of the heater. 
TANK CLEANOUT—Easily accessible clean-out located on front of tank 
for periodic'removal of lime scale, silt, sand or other foreign matter 
deposited in the tank. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

NON-ELECTRIC CONTROL SYSTEM—A completely mechanical control 
system provides positive control and safety shut-off—avoiding down 
time due to failure of electrical components. In the event of pilot 
outage 100% shut-off safety valve cuts off all gas supply to burner 
and pilot. 

ELECTROLYTIC PROTECTION—Large extruded rod of highest quality 
magnesium to provide maximum cathodic protection of all internal 
tank surfaces. 










50-65B8 & C8 


VULCRAFT 

COMMERCIAL GAS FIRED 
STORAGE BOOSTER 
GLASSLINED 



APPLICATION INFORMATION 

The following information is intended only as a general guide of 
typical installations for which the VULCRAFT 50-65B8 is suited. For 
more detailed engineering and application information please consult 
the VULCRAFT Commercial Water Heating Engineering Handbook. 

For maximum economy and utilization of floor space it is recom¬ 
mended that the VULCRAFT 50-65B8 be installed singly or in mani¬ 
folded multiples without using a storage tank in the majority of 
commercial installations. In given circumstances, however, it can be 
installed either singly or in multiples with an auxiliary storage tank. 

Typical installations for approximate sizing of the heater are as 
follows: 

Apartments —Apartment buildings with up to 4 units equipped with 
automatic washing equipment and one shower head with two to three 
gallons per minute flow rate. 

Restaurants and Institutional Food Service —The 50-65B8 is ideally 
suited for boosting water temperatures from 120°F.-140°F. to the 
necessary 180° F. It can also be used as a free standing heater when 
equipped with a mixing valve supplying 180° F. water to the stationary 
rack dishwashing machines and 140°F. water for general purpose. 


APPROVED FOR 127.5 LBS. WORKING PRESSURE. 



SPECIFICATIONS 


Model 

Gas 

Input 

BTU 

Recovery Capacity Gals./Hr. <a Degrees F. Rise 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

50-65B8 

Nat. & Mixed 

65,000 

137 

110 

91 

78 

68 

61 

55 

50 

46 

42 

39 

L.P. 

60,000 

126 

101 

84 

72 

63 

56 



42 

38 

36 


Shipping Weight 273 Lbs. 


In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 
































































VULCRAFT 

75-100B8 & C8 

COMMERCIAL GAS FIRED 
STORAGE BOOSTER 
GLASSLINED 






1. The VULCRAFT 75-100B8 is a gas-fired 
storage booster with 75-gallon tank capacity 
and 100,000 BTU/hour input, certified by the 
American Gas Association and the National 
Sanitation Foundation for supplying 180°F. 
water both as a “Type A Booster” and as a 
“Type B Storage Heater”. When used singly or 
in manifolded multiples as a Type B Storage 
Heater the 75-100B8 is so constructed as to pro¬ 
vide a completely independent water system 
needing no separate storage tank, or pump with 
the attendant complex wiring and plumbing 
systems. When installed with a mixing valve it 
can supply both 140°F. gtreral use hot water 
and 180°F. sanitizing water simultaneously. 

2. When installed as a “Type A Booster” with 
separate storage tank the 75-100B8 is designed 
so as to provide sufficient gravity circulation 
and no circulating pump is required. 


ENGINEERING FEATURES 

TANK—Single Flue construction to assure maximum durability and 
heat exchange. 

BURNER—Single port upshot burner with stainless steel flame 
spreader specifically designed for this heater’s maximum efficiency 
at its input. 

TWO-FIRED GLASSLINING—The glasslining on the VULCRAFT Storage 
Booster tank is not just double thick, but two completely different 
coats of vitrified glass separately applied and separately fired to 
insure long years of trouble-free service. 

FIBERGLASS INSULATION—Insulated with thick sheet fiberglass, can¬ 
not pack down. Assures efficient insulation for the life of the heater. 
TANK CLEANOUT—Easily accessible clean-out located on front of 
tank for periodic removal of lime scale, silt, sand or other foreign 
matter deposited in the tank. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

NON-ELECTRIC CONTROL SYSTEM—A completely mechanical control 
system provides positive control and safety shut-off—avoiding down 
time due to failure of electrical components. In the event of pilot out¬ 
age 100% shut-off safety valve cuts off all gas supply to burner 
and pilot. 

ELECTROLYTIC PROTECTION—Large extruded rod of highest quality 
magnesium to provide maximum cathodic protection of all internal 
tank surfaces. 

catalog number 
















75-100B8 & C8 




VULCRAFT 

COMMERCIAL GAS FIRED 
STORAGE BOOSTER 
GLASSLINED 


APPLICATION INFORMATION 

The following information is intended only as a general guide of 
typical installations for which the VULCRAFT 75-100B8 is suited. For 
more detailed engineering and application information please consult 
the VULCRAFT Commercial Water Heating Engineering Handbook. 

For maximum economy and utilization of floor space it is recom¬ 
mended that the VULCRAFT 75-100B8 be installed singly or in mani¬ 
folded multiples without using a storage tank in the majority of 
commercial installations. In given circumstances, hower, it can be 
installed either singly or in multiples with an auxiliary storage tank. 

Typical installations for approximate sizing of the heater are as 
follows: 

Apartments—Apartment buildings with up to ten units equipped with 
automatic washing equipment and one shower head with two to three 
gallons per minute flow rate. 

Restaurants and Institutional Food Service—The 75-100B8 is ideally 
suited for boosting water temperatures from 120° F.-140° F. to the 
necessary 180°F. It can also be used as a free standing heater when 
equipped with a mixing valve supplying 180°F. water to the stationary 
rack dishwashing machines and 140°F. water for general purpose. 


APPROVED FOR 127.5 LBS. WORKING PRESSURE. 


Model 

Gas 

BTU 

Recovery Capacity Gals./Hr. <s> Degrees F. Rise 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

75-100B8 

Nat. & Mixed 

100,000 

209 

168 

140 

120 

105 

93 

84 

76 

70 

65 

60 

L.P. 

95,000 

199 

159 

133 

114 

99 

88 

80 

72 

66 

61 

57 


In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 


Shipping Weight 432 Lbs. 

360° POSITION DRAFT HOOD 

360° Position Draft Hood provides 
unequaled convenience for venting. 
Vent may be taken off front, side or 
back—either horizontal or vertical. 



FORM 










































































VULCRAFT 

20-105B8 & C8 

COMMERCIAL GAS FIRED 
INSTANTANEOUS BOOSTER 
GLASSLINED 






1. The VULCRAFT 20-105B8 is a gas-fired in¬ 
stantaneous booster certified by the American 
Gas Association and the National Sanitation 
Foundation for supplying 180°F. water both as 

(a) an Automatic Instantaneous heater and as 

(b) a Type A Automatic Circulating Tank 
Heater. 

2. When used as an Automatic Instantaneous 
booster its 105,000 BTU input and 20-gallon 
storage capacity make this heater ideal for 
short periods of heavy demand. Much more so 
than heaters with comparable BTU input but 
with greatly reduced storage capacity. The 
20-105B8 may also be used with a mixing valve 
to supply both 180°F. and 140°F. water. 

3. When used as a Type A Automatic Circulat¬ 
ing Tank heater the 20-105B8 is so constructed 
that it may be installed as a gravity circulating 
system without a circulating pump and the 
additional wiring and piping this requires. 

4. The 20-105B8 may also be installed in series 
with a VULCRAFT Storage Booster to raise 
140°F. water to 180°F. sanitizing water for res¬ 
taurants or similar usage. 

ENGINEERING FEATURES 

CAPSULE TANK—Completely external flue on the free-floating tank 
preserves tank unity eliminating weak spots in tank inherent in inter¬ 
nal flue construction. 

MULTIPLEX-JET BURNER—A new engineering concept manifolding 20 
separate jet burners provides a much greater degree of flame control 
than ever before possible in a burner of this size. 

TWO-FIRED GLASSLINING—The glasslining on the VULCRAFT Instan¬ 
taneous Booster tank is not just double thick, but two completely dif¬ 
ferent coats of vitrified glass separately applied and separately fired 
to insure long years of trouble-free service. 

DOUBLE INSULATED—A 2" thick blanket of treated fiberglass com¬ 
pletely enveloping the heater augmented by a second layer of 
*lnsulite around the combustion chamber for added efficiency, econ¬ 
omy and safety. 

*Special insulating mineral wool. 

HAND-HOLE TANK CLEANOUT—Easily accessible cleanout located on 
front of tank for periodic removal of lime scale, silt, sand or other 
foreign matter deposited in the tank. 

SPECIAL FLUE LINER—Flue liner in the free-floating capsule tank 
manufactured of stainless steel and special aluminized steel for long¬ 
er life. Prevents burn-out or rust-out of flue. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

NON-ELECTRIC CONTROL SYSTEM—A completely mechanical control 
system provides positive control and safety shut-off—avoiding down 
time due to failure of electrical components. In the event of pilot out¬ 
age 100% shut-off safety valve operates within seconds. 
ELECTROLYTIC PROTECTION—Large extruded rod of highest quality 
magnesium suspended in center flueless tank to provide maximum 
cathodic protection of all internal tank surfaces. 


New Multi-plex—Jet Burner—This new engi¬ 
neering principle incorporates in its design 
a cast iron circular manifold on which are 
mounted 20 independent jet burners so 
arranged that their flames mutually im¬ 
pinge. Each of these burners is completely 
independent with its own source of primary 
and secondary air factory adjusted. This 
design provides much better flame control, 
prevents uneven and incomplete combus¬ 
tion, and assures even distribution of heat 
over all transfer surfaces thus preventing 
,hot spots often found in heaters with old 
style burners. 






















TYPICAL INSTALLATION FOR SWIMMING POOL 




SERVICE STATION INSTALLATION 





VULCRAFT 

20-105B8 & C8 

COMMERCIAL GAS FIRED 
INSTANTANEOUS BOOSTER 
GLASSUNED 


APPLICATION INFORMATION 

The following information is intended only as a general guide of 
typical installation for which the VULCRAFT 20-105B8 is suited. For 
more detailed engineering information please consult the VULCRAFT 
Commercial Water Heating Engineering Handbook. 

The VULCRAFT 20-105B8 is particularly suited for smaller motels, 
restaurants, apartments and similar low-demand commercial installa¬ 
tions. Its small size combined with exceptionally high recovery for 
this size unit make it ideal for many replacement jobs or as an addi¬ 
tion for existing water systems whose demand has grown larger than 
the original specifications. 

Restaurants and Institutional Food Service —Hot water requirements 
for this type of installation usually determined by dishwashing needs. 
The 20-105B8 can supply all hot water requirements for any door or 
hood type commercial dishwasher when incoming water is 80°F. or 
above. If incoming water is pre-heated to 140°F. the 20-105B8 can 
furnish the necessary water for conveyor type dishwashers using up 
to 200 gallons/hour. The above applications are figured supplying 
180° F. water. 

Swimming Pools —The 20-105B8 is adaptable to certain swimming 
pool uses, however local conditions vary so greatly that generalized 
information of these installations may tend to be misleading. Please 
consult the VULCRAFT Commercial Water Heating Engineering Hand¬ 
book. 

Service Stations —The 20-150B8 is ideally suited for service stations 
that offer some car or engine cleaning service. For tough cleaning 
jobs heater can be operated at 180°F. while a mixing valve will pro¬ 
vide warm water for other uses. Low weight of heater allows easy 
installation off the floor as required by law. 

APPROVED FOR 127.5 LBS. WORKING PRESSURE. 


SPECIFICATIONS 




Input 



Recovery Capacity Gals./Hr. <a Degrees F. Rise 



Model 

Gas 

BTU 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

20-105B8 

Nat. & Mixed 

105,000 

220 

176 

147 

126 

110 

98 

88 

80 

73 

68 

63 

L.P. 

100,000 

210 

168 

140 

120 

105 

93 

84 

76 

70 

65 

60 



In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 

360° POSITION DRAFT HOOD 

360° Position Draft Hood provides 
unequaled convenience for venting. 
Vent may be taken off front, side 
or back. 


The 20-150B8 is frequently installed 
in series with a VULCRAFT Storage 
Booster to raise pre heated 140° F. 
general purpose water to 180°F. 
sanitizing water for use in restau¬ 
rant dish rinsing and other special¬ 
ized uses. 


Shipping Weight 296 Lbs. 
Draft Hood 10 Lbs. 



FORM SI 04/1-68 


































































































VULCRAFT 

25-115B8 & C8 

COMMERCIAL GAS FIRED 
INSTANTANEOUS BOOSTER 
GLASSLINED 



Warranty: 3 YEAR FULL 

N.S.F. MODEL NOS. 
25-115 BN8 
25-115 CN8 

The VULCRAFT 25-115B8 
is certified by the 
American Gas Association 
Laboratories and is con¬ 
structed in accordance 
with Standard No. 5 of 
the National Sanitation 
Foundation for use with 
all types of dishwashing 
equipment. Extension 
legs available for com¬ 
pliance with NSF 
standards. 



1. The VULCRAFT 25-115B8 is a gas-fired in¬ 
stantaneous booster certified by the American 
Gas Association and the National Sanitation 
Foundation for supplying 180°F. water both as 

(a) an Automatic Instantaneous heater and as 

(b) a Type A Automatic Circulating Tank 
Heater. 

2. When used as an Automatic Instantaneous 
booster its 115,000 BTU input and 25-gallon 
storage capacity make this heater ideal for 
short periods of heavy demand. Much more so 
than heaters with comparable BTU input but 
with greatly reduced storage capacity. The 
25-115B8 may also be used with a mixing valve 
to supply both 180°F. and 140°F. water. 

3. When used as a Type A Automatic Circulat¬ 
ing Tank heater the 25-115B8 is so constructed 
that it may be installed as a gravity circulating 
system without a circulating pump and the 
additional wiring and piping this requires. 

4. The 25-115B8 may also be installed in series 
with a VULCRAFT Storage Booster to raise 
140°F. water to 180°F. sanitizing water for res¬ 
taurants or similar usage. 

ENGINEERING FEATURES 

CAPSULE TANK—Completely external flue on the free-floating tank 
preserves tank unity eliminating weak spots in tank inherent in inter¬ 
nal flue construction. 

MULTIPLEX-JET BURNER—A new engineering concept manifolding 20 
separate jet burners provides a much greater degree of flame control 
than ever before possible in a burner of this size. 

TWO-FIRED GLASSLINING—The glasslining on the VULCRAFT Instan¬ 
taneous Booster tank is not just double thick, but two completely dif¬ 
ferent coats of vitrified glass separately applied and separately fired 
to insure long years of trouble-free service. 

DOUBLE INSULATED—A 2" thick blanket of treated fiberglass com¬ 
pletely enveloping the heater augmented by a second layer of 
"Insulite around the combustion chamber for added efficiency, econ¬ 
omy and safety. 

'Special insulating mineral wool. 

HAND-HOLE TANK CLEANOUT—Easily accessible cleanout located on 
front of tank for periodic removal of lime scale, silt, sand or other 
foreign matter deposited in the tank. 

SPECIAL FLUE LINER—Flue liner in the free-floating capsule tank 
manufactured of stainless steel and special aluminized steel for long¬ 
er life. Prevents burn-out or rust-out of flue. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

NON ELECTRIC CONTROL SYSTEM—A completely mechanical control 
system provides positive control and safety shut-off—avoiding down 
time due to failure of electrical components. In the event of pilot out¬ 
age 100% shut-off safety valve operates within seconds. 
ELECTROLYTIC PROTECTION—Large extruded rod of highest quality 
magnesium suspended in center flueless tank to provide maximum 
cathodic protection of all internal tank surfaces. 


New Multi-plex—Jet Burner—This new en¬ 
gineering principle incorporates in its design 
a cast iron circular manifold on which are 
mounted 20 independent jet burners so 
arranged that their flames mutually im¬ 
pinge. Each of these burners is completely 
independent with its own source of primary 
and secondary air factory adjusted. This 
design provides much better flame control, 
prevents uneven and incomplete combus¬ 
tion, and assures even distribution of heat 
over all transfer surfaces thus preventing 
hot spots often found in heaters with old 
style burners. 
























VULCRAFT 


COMMERCIAL GAS FIRED 

25-115B8 & C8 INSTANTANEOUS BOOSTER 

GLASSLINED 



ti—.4 

inf 



F=ff 


I^PIPE- 
j PIPE- 

*S 



1 e 

-V» 

~1 


□ 


r 

4 

ji= 

-— 22 s 


III 


dual installation 

TOO TEMPERATURE WATER 



APPLICATION INFORMATION 

The following information is intended only as a general guide of 
typical installation for which the VULCRAFT 25-115B8 is suited. For 
more detailed engineering information please consult the VULCRAFT 
Commercial Water Heating Engineering Handbook. 

The VULCRAFT 25-115B8 is particularly suited for smaller motels, 
restaurants, apartments and similar low-demand commercial installa¬ 
tions. Its small size combined with exceptionally high recovery for 
this size unit make it ideal for many replacement jobs or as an addi¬ 
tion for existing water systems whose demand has grown larger than 
the original specifications. 

Apartments —For small apartments with typical kitchen and bath with 
standard shower head and no automatic washing equipment—one 
25-115B8 for up to 5 units—up to 15 units if used with 300-gallon 
storage tank. 

Restaurants and Institutional Food Service —Hot water requirements 
for this type of installation usually determined by dishwashing needs. 
The 25-115B8 can supply all hot water requirements for any door or 
hood type commercial dishwasher when incoming water is 80° F. or 
above. If incoming water is pre-heated to 140°F. the 25-115B8 can 
furnish the necessary water for conveyor type dishwashers using up 
to 200 gallons/hour. The above applications are figured supplying 
180°F. water. 

Swimming Pools —The 25-115B8 is adaptable to certain swimming 
pool uses, however local conditions vary so greatly that generalized 
information of these installations may tend to be misleading. Please 
consult the VULCRAFT Commercial Water Heating Engineering Hand¬ 
book. 


APPROVED FOR 127.5 LBS. WORKING PRESSURE. 


SPECIFICATIONS 


Model 

Gas 

BTU 

Recovery Capacity Gals./Hr. <s> Degrees F. Rise 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

25-115B8 

Nat. & LP 

115,000 

242 

193 

161 

138 

121 

107 

96 

88 

81 

74 

69 

Mixed 

105,000 

220 

176 

147 

126 

no 

98 

88 

80 

73 

68 

63 


In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 



Shipping Weight 320 Lbs 


The 25-115B8 is frequently installed 
in series with a VULCRAFT Storage 
Booster to raise pre heated 140° F. 
general purpose water to 180°F. 
sanitizing water for use in restau¬ 
rant dish rinsing and other special¬ 
ized uses. 



o 


FORM S32/1-68 














































































VULCRAFT 

40-170B8 & C8 

COMMERCIAL GAS FIRED 
INSTANTANEOUS BOOSTER 
GLASSLINED 



Warranty: 3 YEAR FULL 


N.S.F. MODEL NOS. 
40-170 BN8 
40-170 CN8 

The VULCRAFT 40-170B8 
is certified by the 
American Gas Association 
Laboratories and is con¬ 
structed in accordance 
with Standard No. 5 of 
the National Sanitation 
Foundation for use with 
all types of dishwashing 
equipment. Extension 
legs available for corn- 
standards. 



1. The VULCRAFT 40-170B8 is a gas-fired in¬ 
stantaneous booster certified by the American 
Gas Association and the National Sanitation 
Foundation for supplying 180°F. water both as 

(a) an Automatic Instantaneous heater and as 

(b) a Type A Automatic Circulating Tank 
Heater. 

2. When used as an Automatic Instantaneous 
booster its 170,000 BTU input and 40-gallon 
storage capacity make this heater ideal for 
short periods of heavy demand. Much more so 
than heaters with comparable BTU input but 
with greatly reduced storage capacity. The 
40-170B8 may also be used with a mixing valve 
to supply both 180°F. and 140°F. water. 

3. When used as a Type A Automatic Circulat¬ 
ing Tank heater the 40-170B8 is so constructed 
that it may be installed as a gravity circulating 
system without a circulating pump and the 
additional wiring and piping this requires. 

4. The 40-170B8 may also be installed in series 
with a VULCRAFT Storage Booster to raise 
140°F. water to 180°F. sanitizing water for res¬ 
taurants or similar usage. 

ENGINEERING FEATURES 

CAPSULE TANK—Completely external flue on the free-floating tank 
preserves tank unity eliminating weak spots in tank inherent in inter¬ 
nal flue construction. 

MULTIPLEX-JET BURNER—A new engineering concept manifolding 20 
separate jet burners provides a much greater degree of flame control 
than ever before possible in a burner of this size. 

TWO-FIRED GLASSLINING—The glasslining on the VULCRAFT Instan¬ 
taneous Booster tank is not just double thick, but two completely dif¬ 
ferent coats of vitrified glass separately applied and separately fired 
to insure long years of trouble-free service. 

DOUBLE INSULATED—A 2" thick blanket of treated fiberglass com¬ 
pletely enveloping the heater augmented by a second layer of 
*lnsulite around the combustion chamber for added efficiency, econ¬ 
omy and safety. 

^Special insulating mineral wool. 

HAND-HOLE TANK CLEANOUT—Easily accessible cleanout located on 
front of tank for periodic removal of lime scale, silt, sand or other 
foreign matter deposited in the tank. 

SPECIAL FLUE LINER—Flue liner in the free-floating capsule tank 
manufactured of stainless steel and special aluminized steel for long¬ 
er life. Prevents burn-out or rust-out of flue. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

NON-ELECTRIC CONTROL SYSTEM—A completely mechanical control 
system provides positive control and safety shut-off—avoiding down 
time due to failure of electrical components. In the event*of pilot out¬ 
age 100% shut-off safety valve operates within seconds. 
ELECTROLYTIC PROTECTION—Large extruded rod of highest quality 
magnesium suspended in center flueless tank to provide maximum 
cathodic protection of all internal tank surfaces. 

Also available in 1 year warranty. Change B suffix on catalog number 
to C—40-170C8. 


New Multi-plex—Jet Burner—This new en¬ 
gineering principle incorporates in its design 
a cast iron circular manifold on which are 
mounted 20 independent jet burners so 
arranged that their flames mutually im¬ 
pinge. Each of these burners is completely 
independent with its own source of primary 
and secondary air factory adjusted. This 
design provides much better flame control, 
prevents uneven and incomplete combus¬ 
tion, and assures even distribution of heat 
over all transfer surfaces thus preventing 
hot spots often found in heaters with old 
style burners. 
























40-170B8 & C8 


VULCRAFT 
COMMERCIAL GAS FIRED 
INSTANTANEOUS BOOSTER 
GLASSLINED 
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APPLICATION INFORMATION 

The following information is intended only as a general guide of 
typical installation for which the VULCRAFT 40-170B8 is suited. For 
more detailed engineering information please consult the VULCRAFT 
Commercial Water Heating Engineering Handbook. 

The VULCRAFT 40-170B8 is particularly suited for smaller motels, 
restaurants, apartments and similar low-demand commercial installa¬ 
tions. Its small size combined with exceptionally high recovery for 
this size unit make it ideal for many replacement jobs or as an addi¬ 
tion for existing water systems whose demand has grown larger than 
the original specifications. 

Apartments —For small apartments with typical kitchen and bath with 
standard shower head and no automatic washing equipment—one 
40-170B8 for up to 10 units—up to 20 units if used with 300-gallon 
storage tank. 

Restaurants and Institutional Food Service —Hot water requirements 
for this type of installation usually determined by dishwashing needs. 
The 40-170B8 can supply all hot water requirements for any door or 
hood type commercial dishwasher when incoming water is 40°F. or 
above. If incoming water is pre heated to 140°F. the 40-170B8 can 
furnish the necessary water for conveyor type dishwashers using up 
to 340 gallons/hour. The above applications are figured supplying 
180°F. water. 



Swimming Pools —The 40-170B8 is adaptable to certain swimming 
pool uses, however local conditions vary so greatly that generalized 
information of these installations may tend to be misleading. Please 
consult the VULCRAFT Commercial Water Heating Engineering Hand¬ 
book. 


APPROVED FOR 127.5 LBS. WORKING PRESSURE. 


SPECIFICATIONS 

Model 

Gas 

BTU 

Recovery Capacity Gals./Hr. <a Degrees F. Rise 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

40-170B8 

Nat. & Mixed & LP 

170,000 

357 

286 

238 

204 

179 

159 

143 

130 

119 

110' 

102 


DUAL INSTALLATION 

TWO TEMPERATURE WATER 
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In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 


Shipping Weight 401 Lbs. 


The 40-170B8 is frequently installed 
in series with a VULCRAFT Storage 
Booster to raise pre-heated 140°F. 
general purpose water to 180°F. 
sanitizing water for use in restau¬ 
rant dish rinsing and other special¬ 
ized uses. 



S33/1-6 













































































VULCRAFT 

70-199B8 & C8 
70-230B8 & C8 

COMMERCIAL GAS FIRED 
STORAGE BOOSTER 
GLASSLINED 





1. The VULCRAFT 70-gallon storage booster 
is available in two models. Model 70-199B8 
(199,900 BTU) where heaters of less than 
200,000 BTU must be used. Model 70-230B8 
(230,000 BTU) where heaters of more than 
200,000 BTU may be used. The two models are 
otherwise identical. The VULCRAFT 70’s are 
certified by the American Gas Association and 
the National Sanitation Foundation for supply¬ 
ing 180°F. water both as a “Type A Booster” 
and as a “Type B Storage Heater.” When used 
singly or in manifolded multiples as a Type B 
Storage Heater the 70’s are so constructed as to 
provide a completely independent water system 
needing no separate storage tank, or pump with 
the attendant complex wiring and plumbing 
systems. When installed with a mixing valve it 
can supply both 140°F. general use hot water 
and 180°F. sanitizing water simultaneously. 

2. When installed as a “Type A Booster” with 
separate storage tank the 70’s are designed so 
as to provide sufficient gravity circulation and 
no circulation pump is required. 

ENGINEERING FEATURES 

CAPSULE TANK—Completely external flue on the free-floating tank 
preserves tank unity eliminating weak spots in tank inherent in inter¬ 
nal flue construction. 

MULTIPLEX-JET BURNER—A new engineering concept manifolding 32 
separate jet burners provides a much greater degree of flame control 
than ever before possible in a burner of this size. 

TWO-FIRED GLASSLINING—The glasslining on the VULCRAFT Instan¬ 
taneous Booster tank is not just double thick, but two completely dif¬ 
ferent coats of vitrified glass separately applied and separately fired 
to insure long years of trouble-free service. 

DOUBLE INSULATED—A 2" thick blanket of treated fiberglass com¬ 
pletely enveloping the heater augmented by a second layer of 
•Insulite around the combustion chamber for added efficiency, econ¬ 
omy and safety. 

‘Special insulating mineral wool. 

HAND-HOLE TANK CLEANOUT—Easily accessible cleanout located on 
front of tank for periodic removal of lime scale, silt, sand or other 
foreign matter deposited in the tank. 

SPECIAL FLUE LINER—Flue liner in the free-floating capsule tank 
manufactured of stainless steel and special aluminized steel for long¬ 
er life. Prevents burn-out or rust-out of flue. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

NON-ELECTRIC CONTROL SYSTEM—A completely mechanical control 
system provides positive control and safety shut-off—avoiding down 
time due to failure of electrical components. In the event of pilot out¬ 
age 100% shut-off safety valve operates within seconds. 
ELECTROLYTIC PROTECTION—Large extruded rod of highest quality 
magnesium suspended in center flueless tank to provide maximum 
cathodic protection of all internal tank surfaces. 

Also available in 1 year warranty. Change B suffix on catalog number 
to C—70-199C8 or 70-230C8. 


New Multi-plex—Jet Burner—this new engi¬ 
neering principle incorporates in its design 
a cast iron circular manifold on which are 
mounted 32 independent jet burners so 
arranged that their flames mutually im¬ 
pinge. Each of these burners is completely 
independent with its own source of primary 
and secondary air factory adjusted. This 
design provides much better flame control, 
prevents uneven and incomplete combus¬ 
tion, and assures even distribution of heat 
over all transfer surfaces thus preventing 
hot spots often found in heaters with old 
style burners. 

























VULCRAFT 

COMMERCIAL GAS FIRED 
STORAGE BOOSTER 
GLASSLINED 


APPLICATION INFORMATION 

The following information is intended only as a general guide of 
typical installations for which the VULCRAFT 70 is suited. For more 
detailed engineering and application information please consult the 
VULCRAFT Commercial Water Heating Engineering Handbook. 

For maximum economy and utilization of floor space it is recom¬ 
mended that the VULCRAFT 70 be installed singly or in manifolded 
multiples without using a storage tank in the majority of commercial 
installations. However in certain special installations where tremen¬ 
dously large volumes of hot water are needed in a very brief time 
(such as institutional showers, industrial plant clean-up installations) 
it should be installed either singly or in multiples with a storage tank 
of 300 gallons to 1200 gallons. 

Typical installations for approximate sizing of the heater are as 
follows: 

Apartments—Average size apartments with no automatic washing 
equipment and standard shower heads up to 20 units per heater. If 
used in apartments with 2 baths 15 units per heater. 

Restaurants and Institutional Food Service—Hot water requirements 
for this type of installation usually determined by dishwashing needs. 
The 70 can supply all hot water requirements for any door or hood 
type commercial dishwasher plus normal hot water requirements, 
when a mixing valve is used. The 70 can furnish the necessary water 
for conveyor type dishwashers using up to 136 gallons/hour. The 
above applications are figured supplying 180°F. water. 

Swimming Pools—The 70 is adaptable to certain swimming pool 
uses, however local conditions vary so greatly that generalized infor¬ 
mation of these installations may tend to be misleading. Please con¬ 
sult the VULCRAFT Commercial Water Heating Engineering Hand¬ 
book. 

APPROVED FOR 127.5 LBS. WORKING PRESSURE. 


SPECIFICATIONS 

Model 

Gas 

'btu 

Recovery Capacity Gals./Hr. <s> Degrees F. Rise 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

70-199B8 

Nat. & Mixed & LP 

199900 

418 

334 

279 

239 

209 

186 

168 

152 

140 

129 

120 

70-230B8 

Nat. & Mixed 

230,000 

483 

386 

322 

276 

242 

215 

194 

176 

162 

149 

138 


In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 

360° POSITION DRAFT HOOD 

360° Position Draft Hood provides 
unequaled convenience for venting. 
Vent may be taken off front, side 
or back. 

Shipping Weight 545 Lbs. 

Draft Hood 30 Lbs. 

ASME 760 Lbs. 




Available in ASME models. 
Warranty: 3 YEAR FULL only. 
Example: 70-230B8 ASME 
















































































VULCRAFT 

85-199B8 & C8 
85-250B8 & C8 


COMMERCIAL GAS FIRED 
STORAGE BOOSTER 
GLASSLINED 



1. The VULCRAFT 85-gallon storage booster is 
available in two models. Model 85-199B8 
(199,900 BTU) where heaters of less than 
200,000 BTU must be used. Model 85-250B8 
(250,000 BTU) where heaters of more than 
200,000 BTU may be used. The two models are 
otherwise identical. The VULCRAFT 85-250’s 
are certified by the American Gas Association 
and the National Sanitation Foundation for 
supplying 180°F. water both as a “Type A 
Booster” and as a “Type B Storage Heater.” 
When used singly or in manifolded multiples as 
a Type B Storage Heater the 85-250’s are so 
constructed as to provide a completely inde¬ 
pendent water system needing no separate stor¬ 
age tank, or pump with the attendant complex 
wiring and plumbing systems. When installed 
with a mixing valve it can supply both 140°F. 
general use hot water and 180°F. sanitizing 
water simultaneously. 

2. When installed as a “Type A Booster” with 
separate storage tank the 85-250’s are designed 
so as to provide sufficient gravity circulation 
and no circulation pump is required. 

ENGINEERING FEATURES 

CAPSULE TANK—Completely external flue on the free-floating tank 
preserves tank unity eliminating weak spots in tank inherent in inter¬ 
nal flue construction. 

MULTIPLEX-JET BURNER—A new engineering concept manifolding 32 
separate jet burners provides a much greater degree of flame control 
than ever before possible in a burner of this size. 

TWO-FIRED GLASSLINING—The glasslining on the VULCRAFT Instan¬ 
taneous Booster tank is not just double thick, but two completely dif¬ 
ferent coats of vitrified glass separately applied and separately fired 
to insure long years of trouble-free service. 

DOUBLE INSULATED—A 2" thick blanket of treated fiberglass com¬ 
pletely enveloping the heater augmented by a second layer of 
'Insulite around the combustion chamber for added efficiency, econ¬ 
omy and safety. 

'Special insulating mineral wool. 

HAND-HOLE TANK CLEANOUT—Easily accessible cleanout located on 
front of tank for periodic removal of lime scale, silt, sand or other 
foreign matter deposited in the tank. 

SPECIAL FLUE LINER—Flue liner in the free-floating capsule tank 
manufactured of stainless steel and special aluminized steel for long¬ 
er life. Prevents burn-out or rust-out of flue. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

NON-ELECTRIC CONTROL SYSTEM—A completely mechanical control 
system provides positive control and safety shut-off—avoiding down 
time due to failure of electrical components. In the event of pilot out¬ 
age 100% shut-off safety valve operates within seconds. 


I Final sizing 
installations 
be done ONLY from | 
the Engin 
Handbook. 


ELECTROLYTIC PROTECTION—Large extruded rod of highest quality 
magnesium suspended in center flueless tank to provide maximum 
cathodic protection of all internal tank surfaces. 

Also available in 1 year warranty. Change B suffix on catalog number 
to C—85-199C8 or 85-250C8. 





New Multi-plex—Jet Burner—This new engi¬ 
neering principle incorporates in its design 
a cast iron circular manifold on which are 
mounted 32 independent jet burners so 
arranged that their flames mutually im- 
pinge. Each of these burners is completely 
independent with its own source of primary 
and secondary air factory adjusted. This 

JT/ desi ® n Provides much better flame control, 
prevents uneven and incomplete combus- 
Vyyjir tion, and assures even distribution of heat 


j 

,W' 

2) 

Full Floating Capsule Tank— 

The VULCRAFT 85’s are de- 
signed with a completely 
external flue to provide a full 
floating capsule tank thus 
eliminating the inherent 

* 

weakness an internal flue ■— 

■ causes in a commercial 

—over all transfer surfaces thus preventing 
hot spots often found in heaters with old 



style burners. 






















85-199B8 & C8 
85-250B8 & C8 


VULCRAFT 

COMMERCIAL GAS FIRED 
STORAGE BOOSTER 
GLASSLINED 





APPLICATION INFORMATION 

The following information is intended only as a general guide of 
typical installations for which the VULCRAFT 85-250 is suited. For 
more detailed engineering and application information please consult 
the VULCRAFT Commercial Water Heating Engineering Handbook. 

For maximum economy and utilization of floor space it is recom¬ 
mended that the VULCRAFT 85-250 be installed singly or in mani¬ 
folded multiples without using a storage tank in the majority of 
commercial installations. However, in certain special installations 
where tremendously large volumes of hot water are needed in a very 
brief time (such as institutional showers, industrial plant clean-up 
installations) it should be installed either singly or in multiples with 
a storage tank of 300 gallons to 1200 gallons. 

Typical installations for approximate sizing of the heater are as 
follows: 

Apartments —Average size apartments with no automatic washing 
equipment and standard shower heads up to 20 units per heater. If 
used in apartments with 2 baths 15 units per heater. 

Restaurants and Institutional Food Service —Hot water requirements 
for this type of installation usually determined by dishwashing needs. 
The 85-250 can supply all hot water requirements for any door or 
hood type commercial dishwasher plus normal hot water require¬ 
ments, when a mixing valve is used. The 85-250 can furnish the nec¬ 
essary water for conveyor type dishwashers using up to 150 gallons/ 
hour. The above applications are figured supplying 180°F. water. 

Swimming Pools —The 85-250 is adaptable to certain swimming pool 
uses, however local conditions vary so greatly that generalized infor¬ 
mation of these installations may tend to be misleading. Please con¬ 
sult the VULCRAFT Commercial Water Heating Engineering Hand¬ 
book. 


S. WORKING PRESSURE. 


SPECIFICATIONS 

Model 

Gas 

BTU 

Recovery Capacity Gals./Hr. <s> Degrees F. Rise 

40° 

50° 

60“ 

70° 

80° 

90“ 

100“ 

110“ 

120“ 

130“ 

140“ 

85-199B8 

Nat. & Mixed & LP 

199,900 

418 

334 

279 

239 

209 

186 

168 

152 

140 

129 

120 

85-250 B8 

Nat. & Mixed & LP 

250,000 

525 

420 

350 

300 

263 

233 

210 

191 

175 

162 

150 


In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 

360° POSITION DRAFT HOOD 

360° Position Draft Hood provides 
unequaled convenience for venting. 
Vent may be taken off front, side or 
back. 

Shipping Wt. 583 Lbs. 
Draft Hood 32 Lbs. 
ASME Shipping Wt. 776 Lbs. 


Available in ASME models. 
Warranty: 3 YEAR FULL only. 
Example: 85-250B8 ASME 

















































































VULCRAFT 

100-270B8 & 08 

COMMERCIAL GAS FIRED 
STORAGE BOOSTER 
GLASSLINED 



Warranty: 3 YEAR FULL 


N.S.F. MODEL NOS. 
100-270 BN8 
100-270 CN8 
The VULCRAFT 
100-270B8 is certified 

American Gas Association 
Laboratories and is con¬ 
structed in accordance 
with Standard No. 5 of 
the National Sanitation 
Foundation for use with 
all types of dishwashing 
equipment. Extension 
legs available- for com¬ 
pliance with NSF 
Standards 



1. The VULCRAFT 100-270B8 is a gas-fired 
storage booster with 100-gallon tank capacity 
and 270,000 BTU/hour input, certified by the 
American Gas Association and the National 
Sanitation Foundation for supplying 180°F. 
water both as a “Type A Booster” and a “Type 
B Storage Heater”. When used singly or in 
manifolded multiples as a Type B Storage Heat¬ 
er the 100-270B8 is so constructed as to provide 
a completely independent water system needing 
no separate storage tank, or pump with the 
attendant complex wiring and plumbing sys¬ 
tems. When installed with a mixing valve it 
can supply both 140°F. general use hot water 
and 180°F. sanitizing water simultaneously. 

2. When installed as “Type A Booster” with 
separate storage tank the 100-270B8 is designed 
so as to provide sufficient gravity circulation 
and no circulating pump is required. 


ENGINEERING FEATURES 

CAPSULE TANK—Completely external flue on the free-floating tank 
preserves tank unity eliminating weak spots in tank inherent in inter¬ 
nal flue construction. 

MULTIPLEX-JET BURNER—A new engineering concept manifolding 32 
separate jet burners provides a much greater degree of flame control 
than ever before possible in a burner of this size. 

TWO-FIRED GLASSLINING—The glasslining on the VULCRAFT Instan¬ 
taneous Booster tank is not just double thick, but two completely dif¬ 
ferent coats of vitrified glass separately applied and separately fired 
to insure long years of trouble-free service. 

DOUBLE INSULATED—A 2" thick blanket of treated fiberglass com¬ 
pletely enveloping the heater augmented by a second layer of 
’Insulite around the combustion chamber for added efficiency, econ¬ 
omy and safety. 

’Special insulating mineral wool. 

HAND-HOLE TANK CLEANOUT—Easily accessible cleanout located on 
front of tank for periodic removal of lime scale, silt, sand or other 
foreign matter deposited in the tank. 

SPECIAL FLUE LINER—Flue liner in the free-floating capsule tank 
manufactured of stainless steel and special aluminized steel for long¬ 
er life. Prevents burn-out or rust-out of flue. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

NON-ELECTRIC CONTROL SYSTEM—A completely mechanical control 
system provides positive control and safety shut-off—avoiding down 
time due to failure of electrical components. In the event of pilot out¬ 
age 100% shut-off safety valve operates within seconds. 
ELECTROLYTIC PROTECTION—Large extruded rod of highest quality 
magnesium suspended in center flueless tank to p 
cathodic protection of all internal tank surfaces. 



























100-270B8 & C8 


VULCRAFT 

COMMERCIAL GAS FIRED 
STORAGE BOOSTER 
GLASSLINED 
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APPLICATION INFORMATION 

The following information is intended only as a general guide of 
typical installations for which the VULCRAFT 100-270B8 is suited. 
For more detailed engineering and application information please 
consult the VULCRAFT Commercial Water Heating Engineering Hand¬ 
book. 

For maximum economy and utilization of floor space it is recom¬ 
mended that the VULCRAFT 100-270B8 be installed singly or in 
manifolded multiples without using a storage tank in the majority of 
commercial installations. However, in certain special installations 
where tremendously large volumes of hot water are needed in a very 
brief time (such as institutional showers, industrial plant clean-up 
installations) it should be installed either singly or in multiples with 
a storage tank of 300 gallons to 1200 gallons. 

Typical installations for approximate sizing of the heater are as 
follows: 

Apartments—Average size apartments with no automatic washing 
equipment and standard shower heads up to 25 units per heater. If 
used in apartments with 2 baths 20 units per heater. 

Restaurants and Institutional Food Service—Hot water requirements 
for this type of installation usually determined by dishwashing needs. 
The 100-270B8 can supply all hot water requirements for any door 
or hood type commercial dishwasher plus normal hot water require¬ 
ments, when a mixing valve is used. The 100-270B8 can furnish the 
necessary water for conveyor type dishwashers using up to 162 
gallons/hour. The above applications are figured supplying 180°F. 
water. 

Swimming Pools—The 100-270B8 is adaptable to certain swimming 
pool uses, however local conditions vary so greatly that generalized 
information of these installations may tend to be misleading. Please 
consult the VULCRAFT Commercial Water Heating Engineering Hand¬ 
book. 

R 127.5 LBS. WORKING PRESSURE. 


SPECIFICATIONS 

Model 

Gas 

BTU 

Recovery Capacity Gals./Hr. <a Degrees F. Rise 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

100-270B8 

Nat. & Mixed & LP 

270,000 

567 

454 

378 

324 

284 

252 

227 

207 

190 

175 

162 


In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 


360° POSITION DRAFT HOOD 

360° Position Draft Hood provides 
unequaled convenience for venting. 
Vent may be taken off front, side or 
back. 

Shipping Wt. 669 Lbs. 
Draft Hood 35 Lbs. 
ASME Shipping Wt. 860 Lbs. 




Available in ASME models. 
Warranty: 3 YEAR FULL only. 
Example: 100-270B8 ASME 



FORM S35/1-68 














































































VULCRAFT 


85-360B8 & C8 

COMMERCIAL GAS FIRED 
INSTANTANEOUS BOOSTER 
GLASSLINED 


1. The VULCRAFT 85-360B8 is a gas-fired instantan¬ 
eous booster with 85-gallon tank capacity and 
360,000 BTU/hour input, certified by the American 
Gas Association and the National Sanitation Foun¬ 
dation for supplying 180 °F. water both as (a) an 
Automatic Instantaneous Heater and as (b) a Type 
A Circulating Tank Heater. 



2. When used singly or in manifolded multiples as an 
“Automatic Instantaneous Heater” the 85-360B8 is 
so constructed as to provide a completely independ¬ 
ent water system needing no separate storage tank, 
or pump with the attendant complex wiring and 
plumbing systems. When installed with a mixing 
valve it can supply both 140°F. general use hot 
water and 180 °F. sanitizing water simultaneously. 

3. When used as a Type A Automatic Circulating Tank 
Heater installed singly or in manifolded multiples 
with separate storage tank. The 85-360B8 is de¬ 
signed so as to provide sufficient gravity circulation 
and no circulating pump is required. 


ENGINEERING FEATURES 

TANK—Combination external and single internal flue construction pre¬ 
serves tank unity eliminating weak spots inherent in multi-flue design. 
MULTIPLEX-JET BURNER—A new engineering concept manifolding 44 
separate jet burners provides a much greater degree of flame control 
than ever before possible in a burner of this size. 

TWO-FIRED GLASSLINING—The glasslining of the VULCRAFT Instan¬ 
taneous Booster tank is not just double thick, but two completely 
different coats of vitrified glass separately applied and separately 
fired to insure long years of trouble-free service. 

DOUBLE INSULATED—A 2" thick blanket of treated fiberglass com¬ 
pletely enveloping the heater augmented by a second layer of Insu- 
lite* around the combustion chamber for added efficiency, economy 
and safety. 

* Special insulating mineral wood. 

HAND-HOLE TANK CLEANOUT—Easily accessible cleanout located on 
front of tank for periodic removal of lime scale, silt, sand or other 
foreign matter deposited in the tank. 

SPECIAL FLUE LINER—Flue liner of the external flue is manufactured 
of aluminized and stainless steels. Stainless steel is used in excessive 
heat area to prevent burn-out and rusting of flue. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

NON-ELECTRIC CONTROL SYSTEM—A completely mechanical control 
system provides positive control and safety shut-off—avoiding down 
time due to failure of electrical components. In the event of pilot out¬ 
age 100% shut-off safety valve operates within seconds. 
ELECTROLYTIC PROTECTION—Large extruded rods of highest quality 
magnesium suspended in the tank to provide maximum cathodic pro¬ 
tection of all internal tank surfaces. 


























85-360B8 & C8 


VULCRAFT 

COMMERCIAL GAS FIRED 
INSTANTANEOUS BOOSTER 
GLASSLINED 




APPLICATION INFORMATION 

The following information is intended only as a general guide of 
typical installations for which the VULCRAFT 85-360B8 is suited. For 
more detailed engineering and application information please consult 
the VULCRAFT Commercial Water Heating Engineering Handbook. 

For maximum economy and utilization of floor space it is recom¬ 
mended that the VULCRAFT 85-360B8 be installed singly or in mani¬ 
folded multiples without using a storage tank in the majority of 
commercial installations. However in certain special installations 
where tremendously large volumes of hot water are needed in a very 
brief time (such as institutional showers, industrial plant clean-up 
installations) it should be installed either singly or in multiples with 
a storage tank of 300 gallons to 1200 gallons. 

Apartments—Average size apartments with no automatic washing 
equipment and standard shower heads up to 21 units per heater. If 
used in apartments with 2 baths 15 units per heater. 

Restaurants and Institutional Food Service—Hot water requirements 
for this type of installation usually determined by dishwashing needs. 
The 85-360B8 can supply all hot water requirements for any door or 
hood type commercial dishwasher plus normal hot water require¬ 
ments, when a mixing valve is used. The 85-360B8 can furnish the 
necessary water for conveyor type dishwashers using up to 216 
gallons/hour. The above applications are figured supplying 180°F. 
water. 

Swimming Pools—The 85-360B8 is adaptable to certain swimming 
pool uses, however local conditions vary so greatly that generalized 
information of these installations may tend to be misleading. Please 
consult the VULCRAFT Commercial Water Heating Engineering Hand¬ 
book. 



APPROVED FOR 127.5 LBS. WORKING PRESSURE. 


SPECIFICATIONS 


Model 

Gas 

Input 

BTU 

Recovery Capacity Gals./Hr. <s> Degrees F. Rise 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

85-360B8 

Nat. & Mixed 

360,000 

756 

605 

504 

434 

378 

335 

302 

275 

252 

233 

216 


L.P. 

350,000 

735 

590 

492 

423 

367 

327 

294 

265 

245 

226 

210 


In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 


360° POSITION DRAFT HOOD 

360° Position Draft Hood provides 
unequaled convenience for venting. 
Vent may be taken off front, side 
or back. 

Shipping Weight 
Heater 794 Lbs. 

Draft Hood 32 Lbs. 

ASME Tank 1018 Lbs. 

Available in ASME models. 
Warranty: 3 YEAR FULL only. 
Example: 85-360B8 ASME 




FORM S87/1-68 














































































VULCRAFT 

75-500B8 & C8 

COMMERCIAL GAS FIRED 
INSTANTANEOUS BOOSTER 
GLASSLINED 



Warranty: 3 YEAR FULL 


N.S.F. MODEL NOS. 
75-500B8 
75-500C8 

The VULCRAFT 75-500B8 
is certified by the 
American Gas Association 
Laboratories and is con¬ 
structed in accordance 
with Standard No. 5 of 
the National Sanitation 
Foundation for use with 
all types of dishwashing 
equipment. Extension 
legs available for com¬ 
pliance with NSF 
standards. 



1. The VULCRAFT 75-500B8 is a gas-fired instantan¬ 
eous booster with 75-gallon tank capacity and 
500,000 BTU/hour input, certified by the American 
Gas Association and the National Sanitation Foun¬ 
dation for supplying 180°F. water both as (a) an 
Automatic Instantaneous Heater and as (b) a Type 
A Automatic Circulating Tank Heater. 

2. When used singly or in manifold multiples as an 
“Automatic Instantaneous Heater” the 75-500B8 is 
so constructed as to provide a completely independ¬ 
ent water system needing no separate storage tank, 
or pump with the attendant complex wiring and 
plumbing systems. When installed with a mixing 
valve it can supply both 140° F. general use hot 
water and 180 °F. sanitizing water simultaneously. 

3. When used as a Type A Automatic Circulating Tank 
Heater installed singly or in manifolded multiples 
with separate storage tank. The 75-500B8 is de¬ 
signed so as to provide sufficient gravity circulation 
and no circulating pump is required. 


ENGINEERING FEATURES 

TANK—Combination external and single internal flue construction pre¬ 
serves tank unity eliminating weak spots inherent in multi-flue design. 
MULTIPLEX-JET BURNER—A new engineering concept manifolding 56 
separate jet burners provides a much greater degree of flame control 
than ever before possible in a burner of this size. 

TWO-FIRED GLASSLINING—The glasslining of the VULCRAFT Instan¬ 
taneous Booster tank is not just double thick, but two completely 
different coats of vitrified glass separately applied and separately 
fired to insure long years of trouble-free service. 

DOUBLE INSULATED—A 2" thick blanket of treated fiberglass com¬ 
pletely enveloping the heater augmented by a second layer of Insu- 
lite* around the combustion chamber for added efficiency, economy 
and safety. 

* Special insulating mineral wood. 

HAND-HOLE TANK CLEANOUT—Easily accessible cleanout located on 
front of tank for periodic removal of lime scale, silt, sand or other 
foreign matter deposited in the tank. 

SPECIAL FLUE LINER—Flue liner of the external flue is manufactured 
of aluminized and stainless steels. Stainless steel is used in excessive 
heat area to prevent burn-out and rusting of flue. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

NON-ELECTRIC CONTROL SYSTEM—A completely mechanical control 
system provides positive control and safety shut-off—avoiding down 
time due to failure of electrical components. In the event of pilot out¬ 
age 100% shut-off safety valve operates within seconds. 
ELECTROLYTIC PROTECTION—Large extruded rods of highest quality 
magnesium suspended in the tank to provide maximum cathodic pro¬ 
tection of all internal tank surfaces. 






















75-500B8 & C8 


VULCRAFT 

COMMERCIAL GAS FIRED 
INSTANTANEOUS BOOSTER 
GLASSLINED 




APPLICATION INFORMATION 

The following information is intended only as a general guide of 
typical installations for which the VULCRAFT 75-500B8 is suited. For 
more detailed engineering and application information please consult 
the VULCRAFT Commercial Water Heating Engineering Handbook. 

For maximum economy and utilization of floor space it is recom¬ 
mended that the VULCRAFT 75-500B8 be installed singly or in mani¬ 
folded multiples without using a storage tank in the majority of 
commercial installations. However in certain special installations 
where tremendously large volumes of hot water are needed in a very 
brief time (such as institutional showers, industrial plant clean-up 
installations) it should be installed either singly or in multiples with 
a storage tank of 300 gallons to 1200 gallons. 

Apartments—Average size apartments with no automatic washing 
equipment and standard shower heads up to 27 units per heater. If 
used in apartments with 2 baths 19 units per heater. 

Restaurants and Institutional Food Service—Hot water requirements 
for this type of installation usually determined by dishwashing needs. 
The 75-500B8 can supply all hot water requirements for any door or 
hood type commercial dishwasher plus normal hot water require¬ 
ments, when a mixing valve is used. The 75-500B8 can furnish the 
necessary water for conveyor type dishwashers using up to 300 
gallons/hour. The above applications are figured supplying 180°F. 
water. 

Swimming Pools—The 75-500B8 is adaptable to certain swimming 
pool uses, however local conditions vary so greatly that generalized 
information of these installations may tend to be misleading. Please 
consult the VULCRAFT Commercial Water Heating Engineering Hand¬ 
book. 
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APPROVED FOR 127.5 LBS. WORKING PRESSURE. 


SPECIFICATIONS 


Model 

Gas 

'btu 

Recovery Capacity Gals./Hr. <a> Degrees F. Rise 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

75-500B8 

Nat. & Mixed 

500,000 

1050 

840 

700 

600 

525 

467 

420 

382 

350 

324 

300 


Propane 

450,000 

950 

751 

630 

540 

473 

420 

378 

344 

315 

291 

270 



In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 


360° POSITION DRAFT HOOD 

360° Position Draft Hood provides 
unequaled convenience for venting. 
Vent may be taken off front, side 
or back. 

Shipping Weight 
ASME 1056 Lbs. 


Heater 871 Lbs. 
Draft Hood 34 Lbs. 




Separate Crates 
Available in ASME models. 
Warranty: 3 YEAR FULL only. 
Example: 75-500B8 ASME 




5 TO VE 

6 MFG. CO., INC. 
ASHLAND CITY, 
TENN. 3 701 5 



















































































Here's why more and more 

GEassSined Electric Water Heaters 
are being specified for Commercial Installations 


THERMOSTATS 

Immersion type thermostats using 
contactor relays. Surface mounted 
thermostats without contactors also 
available when specified. 
TWO-FIRED GLASSLINING 
The glasslining on the VULCRAFT 
instantaneous Booster tank is not 
just double thick, but two com¬ 
pletely different coats of vitrified 
glass separately applied and sepa¬ 
rately fired to insure long years of 
trouble-free service. 

HAND-HOLE TANK CLEANOUT 
k Easily accessible cleanout located 
" on front of tank for periodic re¬ 
moval of lime scale, silt, sand or 
other foreign matter deposited in 
the tank. 

FACTORY INSTALLED RELIEF 
VALVE 

As an extra safety feature, each 
booster heater is supplied with a 
factory installed ASME rated tem¬ 
perature and pressure relief valve. 
ELECTROLYTIC PROTECTION 
Large extruded rod, or rods (de¬ 
pending on models) of highest 
quality magnesium are suspended 
in tanks to provide maximum ca¬ 
thodic protection of all internal 
tank surfaces. 

HEATING ELEMENTS 
High efficiency, immersion type 
elements are used exclusively and 
are pressure sealed to prevent 
leakage. All heat goes directly into 
water. 



STATE STOVE and Manufacturing Co., Inc. 

ASHLAND CITY, TENNESSEE 


WIRING 

All VULCRAFT heaters are pre¬ 
wired, ready for installation. 
HI-LIMIT ENERGY CUT-OFF 
A U.L. listed, factory installed 
heat sensitive device cuts off ALL 
power to heater should tank water 
temperature reach 210° F. 
SAFETY SIGNAL LIGHT 
As an added safety feature a sig¬ 
nal light flashes on to indicate 
electrical power is "ON" at the 
VULCRAFT Commercial Electric 
Water Heater. 

WARRANTIES 

All VULCRAFT Commercial Wa¬ 
ter Heaters carry a three year 
full warranty. 

COMPLETELY INDEPENDENT 
WATER SYSTEM 

When used singly or in manifold 
multiples as a storage heater, VUL¬ 
CRAFT units are designed to 
eliminate the need of separate 
storage tank or pump with all the 
attendant complex wiring and 
plumbing system. 

GRAVITY CIRCULATION 
Specially designed so that when 
installed as a Booster with a sepa¬ 
rate storage tank, no circulating 
pump is required. 













































Guaranteed Hot Water Program 


m 

This program guarantees that in any commercial water heater application 

> N j 


if the instructions and sizing charts in the latest manual are properly used to size 

pup 


a given installation, the Vulcraft heaters so chosen will adequately supply all the 



hot water needed. 


pip 

Should the heaters fail to do so, State Stove and Manufacturing Company 


r|pj 

will furnish, without charge, the additional equipment necessary to satisfactor¬ 



ily supply the required hot water needs, exclusive of installation costs. 





Did You Know... 


1. Vulcraft Commercial Water Heaters are made by State Stove & Manufacturing Co.— 
the world's largest manufacturer of water heaters. 

2. State Stove is the first water heater manufacturer to guarantee delivery of all the hot 
water any given installation will need. 

3. Vulcraft Water Heaters are now available with a full three years warranty. 

4. Vulcraft Water Heaters are the only commercial heaters that have a double thick glass 
lining of two completely different coats of vitrified glass, separately applied and separately 
fired, insure added years of trouble free service and a longer tank life. 

5. Every Vulcraft water heater is made with a pressure and temperature relief valve as an 
integral part of the heater—factory installed and tested. ASME approved. 

6. The Vulcraft Commercial Water Heater line is offered in many models with such varying 
tank sizes and recovery capacities that any installation can be properly sized and easily 
installed. 

7. All Vulcraft Water Heaters must meet the most rigid quality standards throughout every 
phase of manufacturing. Each tank is triple tested and carefully inspected by our own 
quality control engineers. 

8. Vulcraft Water Heaters are not subjected to sudden material changes of varying quality 
as are other brands made by manufacturers who do not make their own tanks. Vulcraft 
heaters are carefully made in our own efficient plant by our own skilled people. 


STATE STOVE and Manufacturing Co ., Inc. 


ASHLAND CITY, TENNESSEE 


FORM VE-1-68 
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VULCRAFT 

EB 42 

COMMERCIAL ELECTRIC 
STORAGE BOOSTER 
GLASSLINED 





1. The VULCRAFT electric commercial heat¬ 
ers are listed by the Underwriters’ Laboratories 
and the National Sanitation Foundation for 
supplying 180°F. water both as a Booster and 
as a Storage Heater. When used singly or in 
manifolded multiples as a storage heater the 
Vulcraft electric is so constructed as to provide 
a completely independent water system needing 
no separate storage tank, or pump with the 
attendant complex wiring and plumbing sys¬ 
tems. When installed with a mixing valve it can 
supply both 140°F. general use hot water and 
180°F. sanitizing water simultaneously. 

2. When installed as a Booster with separate 
storage tank the Vulcraft Electric is designed 
so as to provide sufficient gravity circulation 
and no circulation pump is required. 

ENGINEERING FEATURES 

TWO-FIRED GLASSLINING—The glasslining on the Vulcraft Electric 
Storage Booster tank is not just double thick, but two completely dif¬ 
ferent coats of vitrified glass separately applied and separately fired 
to insure long years of trouble-free service. 

FIBERGLASS INSULATION—Insulated with a full two inches thick 
sheet of fiberglass, cannot pack down. Assured efficient insulation 
for the life of the heater. 

TANK CLEANOUT—Easily accessible clean-out located on front of tank 
for periodic removal of lime scale, silt, sand or other foreign matter 
deposited in the tank. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

ELECTROLYTIC PROTECTION—Large extruded rod of highest quality 
magnesium to provide maximum cathodic protection of all internal 
tank surfaces. 

ELEMENTS—High efficiency, immersion type elements. All heat goes 
directly into the water. Pressure sealed to prevent leakage. 
THERMOSTATS—Immersion type thermostats using contactor relays. 
WIRING—Completely pre wired ready for installation. 



COMPLETE, READY FOR INSTALLATION 
AVAILABLE FOR 
208, 220/240, 277 Volt 
440/480 Volt 
Single Phase 
Three Phase 
60 Cycle, A.C. 

Also available with surface mounted 
thermostats without contactors 
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VULCRAFT 

EB 42 

COMMERCIAL ELECTRIC 
STORAGE BOOSTER 
GLASSLINED 


SPECIFICATIONS 

MODEL 

WATTAGE 

Recovery Capacity Gals./Hr. @ Degrees F. Rise 

NUMBER 

OF 

ELEMENTS 

SHIPPING 

WEIGHT 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

EB 42-13.5 

13500 

139 

111 

92 

79 

69 

61 

55 

51 

46 

43 

40 

3 

280 

EB 42-15 

15000 

154 

123 

102 

87 

76 

67 

61 

56 

51 

47 

44 

3 

280 

EB 42-18 

18000 

185 

148 

123 

104 

92 

81 

73 

68 

62 

57 

53 

3 

280 

EB 42-27 

27000 

277 

222 

184 

157 

138 

122 

110 

102 

93 

86 

79 

6 

280 

EB 42-30 

30000 

308 

246 

205 

174 

153 

135 

123 

113 

103 

95 

88 

6 

280 

EB 42-36 

36000 

369 

296 

246 

209 

184 

162 

147 

136 

124 

115 

105 

6 

280 

EB 42-45 

45000 

462 

370 

307 

261 

230 

203 

183 

170 

155 

143 

132 

6 

280 

EB 42-54 

54000 

554 

444 

369 

313 

276 

243 

220 

204 

186 

172 

158 

6 

280 



APPLICATION INFORMATION 

For maximum economy and utilization of floor space it is recom¬ 
mended that this unit be installed singly or in manifolded multiples 
without using a storage tank in the majority of commercial installa¬ 
tions. However in certain special installations where tremendously 
large volumes of hot water are needed in a very brief time (such as 
institutional showers, industrial plant clean-up installations) it should 
be installed either singly or in multiples with a storage tank. 


Typical Installations 

Apartments 

Restaurants 

Institutional Food 

Service 

Farms 


Motels 

Factories 

and other commercial 
installations 


For 277, 440/480 volts check price sheet for additional charge. 



APPROVED FOR 127.5 LBS. WORKING PRESSURE. 


MODEL 

CAPACITY 

U.S. GALLONS 

INLET 

OUTLET 

A 

B 

c 

MAXIMUM 

WATTAGE/ELEMENT 

EB 42 

42 


53.0 

n 

20.0 

9,000 WATTS 


In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 



EORM S66/1-68 





















































































VULCRAFT 

EB 82 

COMMERCIAL ELECTRIC 
STORAGE BOOSTER 
GLASSLINED 



1. The VULCRAFT electric commercial heat¬ 
ers are listed by the Underwriters’ Laboratories 
and the National Sanitation Foundation for 
supplying 180°F. water both as a Booster and 
as a Storage Heater. When used singly or in 
manifolded multiples as a storage heater the 
Vulcraft electric is so constructed as to provide 
a completely independent water system needing 
no separate storage tank, or pump with the 
attendant complex wiring and plumbing sys¬ 
tems. When installed with a mixing valve it can 
supply both 140°F. general use hot water and 
180°F. sanitizing water simultaneously. 

2. When installed as a Booster with separate 
storage tank the Vulcraft Electric is designed 
so as to provide sufficient gravity circulation 
and no circulation pump is required. 

ENGINEERING FEATURES 

TWO-FIRED GLASSLINING—The glasslining on the Vulcraft Electric 
Storage Booster tank is not just double thick, but two completely dif¬ 
ferent coats of vitrified glass separately applied and separately fired 
to insure long years of trouble-free service. 

FIBERGLASS INSULATION—Insulated with a full two Inches thick 
sheet of fiberglass, cannot pack down. Assured efficient insulation 
for the life of the heater. 

TANK CLEANOUT—Easily accessible clean-out located on front of tank 
for periodic removal of lime scale, silt, sand or other foreign matter 
deposited in the tank. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 

ELECTROLYTIC PROTECTION—Large extruded rod of highest quality 
magnesium to provide maximum cathodic protection of all internal 
tank surfaces. 

ELEMENTS—High efficiency, immersion type elements. All heat goes 
directly into the water. Pressure sealed to prevent leakage. 
THERMOSTATS—Immersion type thermostats using contactor relays. 
WIRING—Completely pre wired ready for installation. 

SAFETY SIGNAL LIGHT 
HI-LIMIT ENERGY CUT-OFF 


Also available in 1 year warranty. Change B suffix on catalog number 
to C. Example EC 82-54IC. 



COMPLETE, READY FOR INSTALLATION 
AVAILABLE FOR 
208, 220/240, 277 Volt 
440/480 Volt 
Single Phase 
Three Phase 
60 Cycle, A.C. 
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VULCRAFT 

EB 82 

COMMERCIAL ELECTRIC 
STORAGE BOOSTER 
GLASSLINED 


SPECIFICATIONS 

MODEL 

WATTAGE 

Recovery Capacity Gals./Hr. Degrees F. Rise 

NUMBER 

OF 

ELEMENTS 

SHIPPING 

WEIGHT 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

EB 82-13.5 

13500 

139 

111 

92 

79 

69 

61 

55 

51 

46 

43 

40 

3 

370 

EB 82-15 

15000 

154 

123 

102 

87 

76 

67 

61 

56 

51 

47 

44 

3 

370 

EB 82-18 

18000 

185 

148 

123 

104 

92 

81 

73 

68 

62 

57 

53 

3 

370 

EB 82-27 

27000 

277 

222 

184 

157 

138 

122 

110 

102 

93 

86 

79 

6 

370 

EB 82-30 

30000 

308 

246 

205 

174 

153 

135 

123 

113 

103 

95 

88 

6 

370 

EB 82-36 

36000 

369 

296 

246 

209 

184 

162 

147 

136 

124 

115 

105 

6 

370 

EB 82-45 

45000 

462 

370 

307 

261 

230 

203 

183 

170 

155 

143 

132 

6 

370 

EB 82-54 

54000 

554 

444 

369 

313 

276 

243 

220 

204 

186 

172 

158 

6 

370 
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APPLICATION INFORMATION 

For maximum economy and utilization of floor space it is recom¬ 
mended that this unit be installed singly or in manifolded multiples 
without using a storage tank in the majority of commercial installa¬ 
tions. However in certain special installations where tremendously 
large volumes of hot water are needed in a very brief time (such as 
institutional showers, industrial plant clean-up installations) it should 
be installed either singly or in multiples with a storage tank. 


Typical Installations 

Apartments 

Restaurants 

Institutional Food 

Service 

Farms 


Motels 

Factories 

and other commercial 
installations 


For 277, 440/480 volts check price sheet for additional charge. 


APPROVED FOR 127.5 LBS. WORKING PRESSURE. 


In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 



S67/1-68 
































































































VULCRAFT 

EB 120 

COMMERCIAL ELECTRIC 
STORAGE BOOSTER 
GLASSLINED 



1. The VULCRAFT electric commercial heat¬ 
ers are listed by the Underwriters’ Laboratories 
and the National Sanitation Foundation for 
supplying 180°F. water both as a Booster and 
as a Storage Heater. When used singly or in 
manifolded multiples as a storage heater the 
Vulcraft electric is so constructed as to provide 
a completely independent water system needing 
no separate storage tank, or pump with the 
attendant complex wiring and plumbing sys¬ 
tems. When installed with a mixing valve it can 
supply both 140°F. general use hot water and 
180°F. sanitizing water simultaneously. 

2. When installed as a Booster with separate 
storage tank the Vulcraft Electric is designed 
so as to provide sufficient gravity circulation 
and no circulation pump is required. 

ENGINEERING FEATURES 

TWO-FIRED GLASSLINING— The glasslining on the Vulcraft Electric 
Storage Booster tank is not just double thick, but two completely dif¬ 
ferent coats of vitrified glass separately applied and separately fired 
to insure long years of trouble-free service. 

FIBERGLASS INSULATION— Insulated with a full two inches thick 
sheet of fiberglass, cannot pack down. Assured efficient insulation 
for the life of the heater. 

TANK CLEANOUT —Easily accessible clean-out located on front of tank 
for periodic removal of lime scale, silt, sand or other foreign matter 
deposited in the tank. 

RELIEF VALVE FACTO RV INSTALLED— Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

ELECTROLYTIC PROTECTION— Large extruded rod of highest quality 
magnesium to provide maximum cathodic protection of all internal 
tank surfaces. 

ELEMENTS— High efficiency, immersion type elements. All heat goes 
directly into the water. Pressure sealed to prevent leakage. 
THERMOSTATS— Immersion type thermostats using contactor relays. 
WIRING —Completely pre-wired ready for installation. 

SAFETY SIGNAL LIGHT 
HI-LIMIT ENERGY CUT-OFF 

Also available in 1 year warranty. Change B suffix on catalog number 
to C. Example EC 120-54IC. 

















VULCRAFT 

EB 120 

COMMERCIAL ELECTRIC 
STORAGE BOOSTER 
GLASSLINED 


SPECIFICATIONS 

MODEL 

WATTAGE 

Recovery Capacity Gals./Hr. <a Degrees F. Rise 

NUMBER 

OF 

ELEMENTS 

SHIPPING 

WEIGHT 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

EB 120-13.5 

13500 

139 

111 

92 

79 

69 

61 

55 

51 

46 

43 

40 

3 

520 

EB 120-15 

15000 

154 

123 

102 

87 

76 

67 

61 

56 

51 

47 

44 

3 

520 

EB 120-18 

18000 

185 

148 

123 

104 

92 

81 

73 

68 

62 

57 

53 

3 

520 

EB 120-27 

27000 

277 

222 

184 

157 

138 

122 

no 

102 

93 

86 

79 

6 

520 

EB 120-30 

30000 

308 

246 

205 

174 

153 

135 

123 

113 

103 

95 

88 

6 

520 

EB 120-36 

36000 

369 

296 

246 

209 

184 

162 

147 

136 

124 

115 

105 

6 

520 

EB 120-45 

45000 

462 

370 

307 

261 

230 

203 

183 

170 

155 

143 

132 

6 

520 

EB 120-54 

54000 

554 

444 

369 

313 

276 

243 

220 

204 

186 

172 

158 

6 

520 




Available in ASME models 
Warranty: 3 YEAR FULL only. 

Example: 120-13.5 1C ASME 
ASME Shipping Weight 726 Lbs. 

APPLICATION INFORMATION 

For maximum economy and utilization of floor space it is recom¬ 
mended that this unit be installed singly or in manifolded multiples 
without using a storage tank in the majority of commercial installa¬ 
tions. However in certain special installations where tremendously 
large volumes of hot water are needed in a very brief time (such as 
institutional showers, industrial plant clean-up installations) it should 
be installed either singly or in multiples with a storage tank. 

Typical Installations 
Apartments 
Restaurants 
Institutional Food 
Service 
Farms 

For 277, 440/480 volts check price sheet for additional charge. 


Motels 

Factories 

and other commercial 
installations 




APPROVED FOR 127.5 LBS. WORKING PRESSURE. 


MODEL 


CAPACITY INLET 

U.S. GALLONS OUTLET 


A 


MAXIMUM 

C WATTAGE/ELEMENT 


EB 120 


120 


iy. IPS 


68.5 


n 


28.0 


9,000 WATTS 


In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 


STATE 

STOVE 

& MFG. CO., INC. 
ASHLAND CITY, 
TENN. 370 1 5 


S68/1-68 
































































































Equipment furnished with booster: 

1. Heater completely prewired for 208, 236 and 480 volts single or three phase. 

2. Thermostat, over-temperature protection, contactor, terminal block, and pilot ligh 

3. Undercounter mounting pan or 6" legs (please specify if legs are desired). 

Optional Equipment: 

1. Pressure reducing valve with strainer and bypass check. (Pre set at 20 psi). 

2. Pressure or pressure and temperature relief valve (set 150 psi to prevent water 
dripping on heat up). 

3. Pressure temperature gauge. 


ASME Code Plate 




UNDERCOUNTER 
ELECTRIC BOOSTER 
WATER HEATERS 
GLASSLINED 
DESIGN FEATURES: 

Tank Construction: The Vulcraft Undercounter 
Electric Booster is constructed of Vi" steel plate 
coated with vitrified porcelain enamel. The tank 
is ASME code construction for 150 PSI working 
pressure and approved for 180° outlet water 
temperature. 

Elements: The heating element is a four-bolt 
flange mounting rod type to provide the ultimate 
in corrosion resistance and long life. 

Controls: A custom designed rapid response 
stainless steel probe thermostat switches a 
magnetic contactor which completes the power 
circuit to the heating elements. Over tempera¬ 
ture protection is provided per UL requirements. 
An insulated prewired control section is built 
into the front of each booster to place the con¬ 
trol equipment away from the high ambient tem¬ 
perature experienced in the heater. A red neon 
pilot light is wired to indicate that there is power 
to the heater and the high limit thermostat has 
not tripped. 

Terminal blocks: All boosters are prewired to a 
terminal block with solderless terminal lugs, to 
simplify field wiring connections. 

Jacket and Insulation: The tank is surrounded 
by 2 inches of fiberglass insulation and mounted 
in an attractive square steel jacket with baked 
enamel finish and a stainless steel front cover. 
Removal of the stainless steel cover gives access 
to all controls and heating element. 



I Sample Specification: Hot water booster heater shall be Vulcraft Model No_ 

I as supplied by State Stove and Manufacturing Company, Ashland City, Tennessee. Boiler 
and all fittings shall be porcelain enameled steel in accordance with ASME "UM" Code I 
for 150 PSI working pressure. Heater to have square baked enamel jacket with stainless 
steel front and 2" fiberglass insulation. Heater shall be designed for slide-in undercoun- | 
ter mounting (have b" legs). Booster shall be complete with the following il 
temperature protection, magnetic contactor, solderless terminal lugs, and pilot li 
(optional: pressure reducing valve with strainer and bypass check, pressure and tempera- 
I ture relief valve, and pressure temperature gauge). Heating elements shall have a total 

I capacity of _KW, dsigned for _ Volt A.C., 60 cycle, (1 or 3) phase. 

I Entire booster shall be listed under the re-examination service by Underwriters' Laboro 

















VULCRAIT 

UNDERCOUNTER 
ELECTRIC BOOSTER 
WATER HEATERS 
G LASS LI N E D 

All models approved with 180° Thermostats, "Safety-Signal” Light, Hi- 
Limit Energy Cut-off, Immersion Thermostat, Contactors, ASME Code 
Glasslined Tank, and Stainless Steel Cover. 


MODEL NO. 

EC 4.5-6IC 

EC 4.5-9IC 

EC 4.5-12IC 

EC 4.5-18IC 

Gal. Capacity 

4.5 

4.5 

4.5 

4.5 

Maximum Watt Input 

6,000 

9,000 

12,000 

18,000 

Rec’y. at 40° Rise 
(100% Eff.) 

62 

93 

123 

185 

Shipp’g Weight 
(lbs.) 

70 

70 

70 

70 


All Vulcraft Undercounter Electric Booster Water Heaters Equipped 
with the following items: 

Glasslined ASME UM Code 150 PSI Tank with Magnesium Anode. 
Square Jacket with Stainless Steel Front 

Undercounter Mounting Pan or 6'' Legs (Please specify if legs are 
desired.) 

Thermostat 

Over Temperature Protection 
Contactor 
Terminal Block 
Safety Signal Light 

Optional Equipment 

Stainless Steel Tank, Fittings and Element 
Pressure Reducing Valve 
ASME Temperature & Pressure Relief Valve 
277, 440/480 Volt 

Voltage: Specify with order the desired Voltage & Phase 


ONE YEAR WARRANTY 

As stated in the warranty certificate, the State Stove & Manufacturing 
Company guarantees that if the original tank should be proven defective 
due to faulty materials or workmanship in manufacturing within one year 
of original installation date a new heater of the prevailing model will be 
supplied in exchange for the old one. 



BOOSTER SIZING TABLE 

Sizing table based on NSF recommendations of 88% booster efficiency and 40° 
F temperature rise through booster, (based on rise of 140°-180°) 

Flow pressure 20 psi used throughout. 


Dishwasher 

Mod., 

SSL 

VULCRAFT 

100%" ^70% 

FEARLESS 

122. 122T 

48 33 

6 

233, 233T 

66 46 

9 6 

44, 44T, 244, 244T 

117 82 

15 9 

GENERAL 

ELECTRIC 

ST30A 

35 24 

6 

ST50A,SK20A 

75 52 

9 6 


52 36 

6 

SK30A 

100 70 

12 9 

SK60A, SK50A, 

SK40A 

105 74 

12 9 

STERO 

SF-1R, SF-1RA 

SF-1DR. SF-1DRA 

40 28 

6 

SF-2R, SF-2RA 

SF-1DR, SF-2DRA 

76 53 

9 6 

SDRA, SD-1R 

SR-IRA, SD-2R 

SD-2RA, SD-3R, 

SD-3RA 

95 67 

12 9 

UNIVERSAL 

W, W6 

30 21 

6 

B 

35 24 

6 


75 52 

9 6 

HL 

52 36 

6 

HDR 

100 70 

12 9 

RC2, RB2, RA2 

105 74 

12 9 

INSINGER 

Ensign 40-2 

64 45 

9 6 

Commodore 15 
Commander 16 

90 63 

12 9 

HOBART 


46 


UM-4. UMP-4 

70 

6 

UM-4-D. UMP-4-D 

35 


SM-6. SM-6T2 

40.8 28.6 

6 6 

LM-2, LM-2T2 

62.3 43.6 

9 6 

AM-8. AM-9, AM9C 

89.0 62.3 

12 6 

WDR-1 

106.8 74.8 

12 9 

JACKSON- 

FASPRAY 

1OA & 10M, 10APR 

62 43 

9 6 

50APR 

70 49 

9 6 

BLAKESLEE 

B6, BC6 

BT6, BCT6 

58 41 

9 6 

D6 

DC6, D60, 

DC60. DT6, DCT6 

97 68 

12 9 

GRESHAM 

50T50, 50T50S 

5QT60, 50T60S 

124 87 

18 12 

ELKINGTON 

S-l 6, S-16T, 

S-16D. S-16DT 

35 25 

6 

S-20, S20T 

S-20D, S-20DT 

52 36 

6 

PS. PST 

104 72 

12 9 

E-6, E-6T, RW-6 

RW-6T, RW-7, 

RW-7T 

86 60 

12 9 

CHAMPION 




T-7. T-7A 


9 6 

1 -KB, 1-KAB 

95 67 

12 9 

TOLEDO 




DS-22, DC-22, 

TA-22 

TAC-22, TDM-27, 
TDMC-27 

TDA-27, TDAC-27 
TKM-27, 40-SM-20, 
50SM-20 

87 61 

12 9 

TCU-96, TCU-96D, 

TCU-96R 

110 77 

12 9 

TCM-20.TCA-20 

42 30 


VULCAN- 

AUTOSAN 

R16B, CU16B, 

R16BTA 

R16BTX, 

CU16BTA 

CU16BTX 

85 60 

12 9 

3D-20, CD-20 

3D-20T, CD-20T 

105 74 

12 9 

FMC-UTENSIL 

WASHER' 

101 

102 

150 105 

18 12 

METALWASH 


103 72 

12 9 

RT-36 

134 94 

18 12 


'Flow pressure 40 psi 


In keeping with our policy of continuous product improvements, we reserve the right to 
make minor changes without prior notice. 


FORM S96/1 -68 





































































VULCRAFT 

EBT 25 

COMMERCIAL ELECTRIC 
STORAGE BOOSTER 
GLASSLINED 




1. The VULCRAFT electric commercial heat¬ 
ers are listed by the Underwriters’ Laboratories 
and the National Sanitation Foundation for 
supplying 180°F. water both as a Booster and 
as a Storage Heater. The Vulcraft electric is so 
constructed as to provide a completely inde¬ 
pendent water system needing no separate stor¬ 
age tank, or pump with the attendant complex 
wiring and plumbing systems. When installed 
with a mixing valve it can supply both 140°F. 
general use hot water and 180°F. sanitizing 
water simultaneously. 

2. When installed as a Booster with separate 
storage tank the Vulcraft Electric is designed 
so as to provide sufficient gravity circulation 
and no circulation pump is required. 


ENGINEERING FEATURES 

TWO-FIRED GLASSLINING—The glasslining on the Vulcraft Electric 
Storage Booster tank is not just double thick, but two completely dif¬ 
ferent coats of vitrified glass separately applied and separately fired 
to insure long years of trouble-free service. 

FIBERGLASS INSULATION—Insulated with a full two inches thick 
sheet of fiberglass, cannot pack down. Assured efficient insulation 
for the life of the heater. 

TANK CLEANOUT—Easily accessible clean-out located on front of tank 
for periodic removal of lime scale, silt, sand or other foreign matter 
deposited in the tank. 

RELIEF VALVE FACTORY INSTALLED—Each booster heater supplied 
with a factory installed ASME rated temperature and pressure relief 
valve. 

ELECTROLYTIC PROTECTION—Large extruded rod of highest quality 
magnesium to provide maximum cathodic protection of all internal 
tank surfaces. 

ELEMENTS—High efficiency, immersion type elements. All heat goes 
directly into the water. Pressure sealed to prevent leakage. 
THERMOSTATS—Immersion type thermostats using contactor relays. 
WIRING—Completely pre-wired ready for installation. 

SAFETY SIGNAL LIGHT—Neon light wired to indicate power to the 
heater and the high limit thermostat has not tripped. 

HI-LIMIT ENERGY CUT-OFF— Resetable thermostatic ECO switch. 


Final sizing of all in¬ 
stallations should be 
done ONLY from the 
Engineering Hand¬ 
book. 


STATE 

5 TO V E 

6 MFG. CO.. INC. 
ASHLAND CITY. 
TENN. 37015 


SAMPLE SPECIFICATION 

Water heater(s) shall be Vulcraft Electric Model EBT-25 
manufactured by State Stove and Manufacturing Com¬ 
pany, Ashland City, Tennessee, for_volts,_ 

phase, A.C., with 25-gallon capacity,_watts, and 

a recovery rate of_ GPH at 100°F. temperature 

rise. Water heater(s) shall have a two fired double glass- 
lined tank with magnesium anode rod factory installed. 
Water heater(s) shall have the UL seal of approval and 
the NSF seal. Tanks will be supplied with a cleanout 
opening and shall have a working pressure rating of 
127.5 PSI. Heaters shall have a high limit temperature 
control and an ASME code rated temperature and pres¬ 
sure relief valve. Jacket is of the table top variety, all 
stainless steel, with front panel fully removable, and the 
top to consist of a removable chopping block. 

Heaters will be covered by a full warranty against tank 
failure backed by the manufacturer. 

Glass lining of tank(s) shall conform to Commercial Stan¬ 
dard No. CS115-60. 















VULCRAFT 

EBT 25 

COMMERCIAL ELECTRIC 
STORAGE BOOSTER 
GLASSLINED 


SPECIFICATIONS 

WATTAGE 

Recovery Capacity Gals./Hr. <a Degrees F. Rise 

NO. 

ELE- 

MENTS 

SHIP. 

WEIGHT 

40° 

50° 

60° 

70° 

80° 

90° 

100° 

110° 

120° 

130° 

140° 

12000 

123 

98 

82 

70 

61 

54 

49 

45 

41 

38 

35 

3 

228 

15000 

154 

123 

102 

87 

76 

67 

61 

56 

51 

47 

44 

3 

228 

18000 

185 

148 

123 

104 

92 

81 

73 

68 

62 

57 

53 

3 

228 

27000 

277 

222 

184 

157 

138 

122 

110 

102 

93 

86 

79 

3 

228 

36000 

369 

296 

246 

209 

184 

162 

147 

136 

124 

115 

105 

3 

228 

54000 

554 

444 

369 

313 

276 

243 

220 

204 

186 

172 

158 

3 

228 



Equipment furnished with booster: 

1. Heater completely prewired 208, 220/240, 277, and 
440/480 volts single or three phase. Check price sheet 
for additional charge for 277 and 440/480 volts. 

2. Thermostat(s), over temperature protection, contac¬ 
tors) terminal block, and safety signal light. 


4. Stainless steel jacket and chopping block top. 


Available with surface mounted thermostats and less c 
tactors up to 18KW. Example: EBT 25-18S 


APPROVED FOR 127.5 LBS. WORKING PRESSURE 


MODEL 

CAPACITY 

U.S. GALLONS 

INLET 

OUTLET 

A 

B 

C 

D 

E 

F 

MAXIMUM 

WATTAGE/ELEMENT 

EBT 25 

25 

1 IPS 

4% 

25 

iy« 

34% 

24% 

24 

18000 WATTS 


In keeping with our policy of contin¬ 
uous product improvements, we 
reserve the right to make minor 
changes without prior notice. 


STATE 

5 TO V E 

6 MFG. CO., INC. 
ASHLAND CITY, 
TENN. 37015 


FORM S115/469 







































































